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First change
[bookmark: _Toc20153399][bookmark: _Toc27489871][bookmark: _Toc36033455][bookmark: _Toc36475717][bookmark: _Toc44581476][bookmark: _Toc51769092][bookmark: _Toc124336829]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 32.101: "Telecommunication management; Principles and high level requirements". 
[2]	3GPP TS 32.102: "Telecommunication management; Architecture".
[3]	3GPP TS 32.600: "Telecommunication management; Configuration Management (CM); Concept and high-level requirements".
[4]	3GPP TS 28.622: “Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)”.
[5]	3GPP TS 32.300: "Telecommunication management; Configuration Management (CM); Name convention for Managed Objects".
[6]	Void
[7]	3GPP TS 32.616: "Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP); Solution Set (SS) definitions".
[8]	W3C REC-xml11-20060816: "Extensible Markup Language (XML) 1.1 (Second Edition)".
[9]	Void.
[10]	W3C XML Schema Definition Language (XSD) 1.1 Part 1: Structures.
[11]	W3C XML Schema Definition Language (XSD) 1.1 Part 2: Datatypes.
[12]	W3C REC-xml-names-20060816: "Namespaces in XML 1.1 (Second Edition)".
[13]	Void
[14]	3GPP TS 32.160: "Management and orchestration; Management Service Template".
[15]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[X]	IETF RFC 8528: "YANG Schema Mount".



Next change



[bookmark: _Toc20153456][bookmark: _Toc27489936][bookmark: _Toc36033520][bookmark: _Toc36475782][bookmark: _Toc44581543][bookmark: _Toc51769160][bookmark: _Toc124336903]D.3	Void
D.X	Mount information
If the class ManagedElement and the underlying hierarchy is contained under a SubNetwork all YANG modules containing IOCs that can be contained under the ManagedElement directly or under other IOCs contained by the ManagedElement and the YANG module for ManagedElement itself shall be mounted at the mountpoint "children-of-SubNetwork" in the YANG module _3gpp-common-subnetwork. 
See IETF RFC 8528 [X] that describes the mechanism that adds the schema trees defined by a set of YANG modules onto a mount point defined in the schema tree in another YANG module.
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