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1
Decision/action requested

The group is requested to discuss and approve the pCR below

2
References

[1]

3GPP TS 28.831: " Management and orchestration; Study on basic Service-Based Management Architecture (SBMA) enabler enhancements"
3
Rationale

None.
4
Detailed proposal

The following changes are proposed for TR 28.831[1].

	Begin of modifications


4.5.3
CR proposal
The following clause shall be added to TS 32.158.

****** BEGIN *********************************************************************************

X
Error responses
Editor's note: The current text focuses on protocol layer errors. Considerations on application layer errors need to be added. Note that application layer errors are specific to a specific application. For that reason, only general considerations can be added to the present document. Specific application layer errors need to be added to NRM definitions. The NRM specification methodology may have to be updated for that purpose.
Editor's note: Interaction with access control is to be studied.
X.1
HTTP error codes
The following 4xx error response codes shall be supported:
400 Bad Request (IETF RFC 7231)
402 Payment Required (IETF RFC 7231)
403 Forbidden (IETF RFC 7231)
404 Not Found (IETF RFC 7231)
405 Method Not Allowed (IETF RFC 7231)
406 Not Acceptable (IETF RFC 7231)
408 Request Timeout (IETF RFC 7231)
422 Unprocessable Content (IETF RFC 7231)
410 Gone (IETF RFC 7231)
411 Length Required (IETF RFC 7231)
413 Payload Too Large
(IETF RFC 7231)
414 URI Too Long (IETF RFC 7231)
415 Unsupported Media Type (IETF RFC 7231)
417 Expectation Failed (IETF RFC 7231)
426 Upgrade Required (IETF RFC 7231)
422 Unprocessable Content(IETF RFC 4918)
429 Too Many Requests (IETF RFC 6585)
The following 5xx error response codes shall be supported:

500 Internal Server Error

501 Not Implemented

502 Bad Gateway

503 Service Unavailable

504 Gateway Timeout

505 HTTP Version Not Supported

Editor's note: A short descriptions of the error codes needs to be added.
****** END *************************************************************************************

	End of modifications
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