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1
Decision/action requested

The group is asked to discuss and approval.
2
References

[1]
3GPP TR 28.836: "3GPP TR 28.836 Study on intent-driven management for network slicing".
3
Rationale

The use case and requirements for intent containing an expectation for delivering a radio service is described in clause 5.1.2 in TS 28.312, which describes a scenario where a MnS consumer express intent containing an expectation for delivering radio service (radio network as service) in the specified area to a MnS producer. From MnS producer view, the radio network with slicing or radio network without slicing will be used to support this intent. Corresponding solution for this use case and requirement is described in TR28.912, which introduces Radio Service Expectation needs by utilizing the construct of the generic IntentExpectation <<dataType>> with set of allowed values and concrete dataTypes specified. The main information in the Radio Service Expectation are defined based on RANSliceProfile in TS 28.541. So, the Radio Service Expectation can be reused to support the intent expectation for RAN network slice subnet service delivering and assurance with some. Some enhancement of the Radio Service Expectation maybe needed to the intent expectation for RAN network slice subnet service delivering and assurance.
4
Detailed proposal
	1st Change


2
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-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2] 
3GPP TS 28.530: "Management and orchestration; Concepts, use cases and requirements"

[3] 
3GPP TS 28.531: "Management and orchestration; Provisioning"

[4]
3GPP TS 28.541: "Management and orchestration; 5G Network Resource Model (NRM); Stage 2 and stage 3"

[5]
3GPP TS 28.312: "Management and orchestration; Intent driven management services for mobile networks"
[X]
3GPP TR 28.912: "Study on enhanced intent driven management services for mobile networks"
	2nd Change


6.2.3.
Modelling RANSliceProfile attributes as intent expectation for RAN network slice subnet service delivering and assurance

The RadioServiceExpectation described in TR 28.912 [X] can be reused for expectations for RAN network slice subnet service delivering and assurance with some potential extensions. The detailed definition for RadioServiceExpectation see clause 5.1.2 in TS 28.912[X]. The RAN network slice subnet service can be represented by the RadioService object in clause 5.1.2 in TS 28.912[X]. 
	End of changes


