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1	Decision/action requested
In this box give a very clear / short /concise statement of what is wanted.
2	References
[bookmark: _GoBack][1]	 None
3	Rationale
Closed loop automation is the integral part of advanced network automation. This calls for zero-touch network management. The network can sense, analyze and adapt itself. Rel-17 work on closed control loop lacks in several functionalities and can be further enhanced to develop a more agile automation technique. The following list depicts those ehnancements:
1. Dynamic CCL composition: The CCL can be composed by the management system based on some network events (e.g performance degradation, threshold crossing)
2. Disintegrated CCL: The CCL can be disintegrated into four parts each coming from different vendor implying the standardized interaction between them.
3. Conflict Resolution: Several CCL can target the same Managed Function as part of its Execute step. This conflict should be avoided and if happens should be dealt with appropriately and automatically.
4. The following usecase are not addressed in Rel-17 work and should be taken are of in addition.
· Pause/Review Points: By nature, CCL once running does not need any human intervention. However, it may be sometimes necessary to review the network configurations to be made by the CCL before they are actually committed.
· CCL state management
4	Detailed proposal
It is recommended to add the following potential work area in “S5-232752 SA5 Collection of Rel-19 potential topics for SA workshop preparation.doc”
· Intelligence and Automation
Enhanced Closed Control Loop Phase 2

  

