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	1st Change


[bookmark: _Toc106192934][bookmark: _Toc130464584]5	Specification Level Requirements
[bookmark: _Toc106192935][bookmark: _Toc130464585]5.1	Use cases
5.1.X	Intent containing an expectation for delivering 5GC network
5.1.X.1	Introduction
[bookmark: OLE_LINK19][bookmark: OLE_LINK148][bookmark: OLE_LINK149]This use case describes a scenario where a MnS consumer express intent containing an expectation for delivering a 5GC network to a MnS producer. In this scenario, MnS consumer expresses its intent expectation for delivering a 5GC network to MnS producer, which may include location information (e.g geographic location, data center), 5GC NFs setting parameter sets (e.g. NF types information, range of NF instance ID, and the capacity of each NF instance), transport setting parameters between NFs (e.g list of NFlocalIPaddress, list of NFremoteIPaddress) , NG transport information (e.g. list of NGlocalIPaddress, list of NGremoteIPaddress))and supported network capacity information (e.g. number of PDU session of network, number of registered subscribers) ,and  the network QoS requirements (e.g., bandwidth and latency requirements of the interface between two NF instances).
Based on the intent containing an expectation for 5GC network provisioning received, MnS producer identifies corresponding 5GC NFs, analyses and generates the configuration parameters (including 5GC NFs configuration parameters and transport network configuration parameters ) for each identified 5GC NFs, creates MOI(s) for each 5GC NFs  and configure the created MOI(s), and performs verification for configured 5GC NFs to enable the 5GC network is successfully delivered and satisfy the received intent.
MnS producer notifies MnS consumer about the fulfilment information of the intent containing an expectation for delivering 5GC network after the verification is finished.
[bookmark: _Toc106192938][bookmark: _Toc130464588]5.1.X.2	Requirements
[bookmark: OLE_LINK8]REQ-Intent_Deploy_5GC_Net-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent containing an expectation for delivering a 5GC network for the specified area to MnS producer.
REQ-Intent_Deploy_5GC_Net-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of the intent containing an expectation for delivering a 5GC network.

