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[bookmark: _Toc59183303][bookmark: _Toc59184769][bookmark: _Toc59195704][bookmark: _Toc59440133][bookmark: _Toc67990591]B.2	State handling of NetworkSliceSubnet instance
A NetworkSliceSubnet instance is a logical object in the management system that represents a complex grouping of resources that may be in various states. At any time the management system needs to know the state of an NetworkSliceSubnet instance.
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Figure B.2.1: Combined NetworkSliceSubnet instance state diagram
The interactions specified under the column "The state transition events and actions" of "NNetworkSliceSubnet instanceSSI state transition table" below shall be present for the state transition.
Table B.2.1: The NetworkSliceSubnet instance state transition table
	Trigger number
	The state transition events and actions

	0
	Operation allocateNssi results in the creation of NetworkSliceSubnet instance. The administrative state is set to LOCKED and operationalState is set to DISABLED
-- or –
CM operation creates NetworkSliceSubnet instance. The administrative state is set to LOCKED and operationalState is set to DISABLED

	1
	CM operation sets administrative state to UNLOCKED.

	2
	CM operation sets administrative state to LOCKED

	2a
	CM operation sets administrative state to SHUTTING DOWN


	2b
	The last user of the NetworkSliceSubnet instance stops using the NetworkSliceSubnet instance

	3
	All constituent NetworkSliceSubnet instances (identified by NetworkSliceSubnet.networkSliceSubnetRef) change state to UNLOCKED and ENABLED.
-- or –
All constituent ManagedFunction instances (identified by NetworkSliceSubnet. managedFunctionRef) change state to UNLOCKED and ENABLED.

	4
	At least one constituent NetworkSliceSubnet or ManagedFunction instance (identified by NetworkSliceSubnet.networkSliceSubnetRef) changes state to LOCKED
-- or –
At least one constituent NetworkSliceSubnet or ManagedFunction instance (identified by NetworkSliceSubnet.networkSliceSubnetRef) changes state to DISABLED

	5
	Operation deallocateNssi results in the deletion of NetworkSliceSubnet instance
-- or –
CM operation deletes NetworkSliceSubnet instance.
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