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	Reason for change:
	Currently PM cannot support the performance measurement related with number of subscriptions for NWDAF data collection. 

	
	

	Summary of change:
	Added measurements related to the NWDAF data collection based on TR 28.864, including the number of notifications for NWDAF data collection.


	
	

	Consequences if not approved:
	The performance of NWDAF data collection result cannot be evaluated efficiently.
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5.X.A.1	Number of notifications for NWDAF Data Collection
a)	This measurement provides the number of notifications received by NWDAF for Data Collection from NFs or from AF via NEF.This measurement is split into subcounters per data source.
b)	CC
c)	This measurement is obtained by the following method: 
- on receipt of an Nnf_EventExposure_Notify response from NF (See TS 23.288 [X]). Each received Nnf_EventExposure_Notify response increments the relevant subcounter per data source by 1.
- on receipt of an Nnef_EventExposure_Notify response from NEF (See TS 23.288 [X]). Each received Nnef_EventExposure_Notify response increments the relevant subcounter per data source by 1.
d)	Each subcounter is an integer value.
e)	The measurement name has the form NDC.NotifyRes.DataSourceID, where DataSourceID identifies the data source.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
i)	One usage of this performance measurements is for performance assurance.
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