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1	Decision/action requested
This pCR is to introduce charging principles.
2	References
[1]		3GPP TR 32.847 "Study on Charging Aspects for Network Slicing Phase 2"
[bookmark: _Hlk131593968][2]	3GPP TS 28.204 "Network slice-specific authentication and authorization charging in the 5G System (5GS)".
 
3	Rationale
[bookmark: _Hlk117434051]This pCR is to introduce charging principles. 
4	Detailed proposal
The following changes are proposed to be incorporated into TS 28.204 [2]:
  
	[bookmark: _Hlk99114320]First change


[bookmark: _Toc129015659][bookmark: _Toc112317694][bookmark: _Toc112320396][bookmark: _Toc103720650]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
3GPP	3rd Generation Partnership Project
5GS	5G System
AAA 	Authentication Authorization Accounting
AAA-S	AAA Server
NSSAA	Network Slice-Specific Authentication and Authorization
PDU	Protocol Data Unit
S-NSSAI	Single Network Slice Selection Assistance Information
UE	User Equipment
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[bookmark: _Toc105681744]5	Network Slice-Specific Authentication and Authorization charging principles and scenarios
[bookmark: _Toc533611316][bookmark: _Toc105681745]5.1	Network Slice-Specific Authentication and Authorization charging principles
[bookmark: _Toc533611317][bookmark: _Toc105681746]5.1.1	General
The charging functions specified for Network Slice-Specific Authentication and Authorization charging, are based on Network Slice-Specific Authentication and Authorization with a AAA Server (AAA-S) functionality as specified in TS 23.501 [3], supported by: 
-	NSSAAF	Network Slice-specific and SNPN Authentication and Authorization Function (NSSAAF), and
-	AMF. 
The network slice is identified by a S-NSSAI.

5.1.2	Requirements 
The following are high-level charging requirements specific to Network Slice-Specific Authentication and Authorization charging:
-	The NSSAAF shall support converged charging using service based interface.
-	The NSSAAF shall support converged charging for Network Slice-Specific Authentication and Authorization procedure per S-NSSAI per UE.
-	The AMF shall support converged charging for Network Slice-Specific Authentication and Authorization procedure per S-NSSAI per UE. 
[bookmark: _Toc106264852][bookmark: _Toc106286568][bookmark: _Toc106286750][bookmark: _Toc106286892][bookmark: _Toc106287176]5.1.3	Charging information
The charging information for Network Slice-Specific Authentication and Authorization charging are:  
-	GPSI;
-	S-NSSAI;
- 	AAA-S address.
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