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	Reason for change:
	In TS 28.554, currently there is no KPI quantifying the relative utilization of different RATs, i.e. 5G NR and LTE, in terms of the data volume.

	
	

	Summary of change:
	Adding a new KPI showing what percentage of the network PDCP PDU Data Volume are on 5G NR as compared to E-UTRAN.

	
	

	Consequences if not approved:
	As 5G NR gets widely deployed, there will be no KPI indicating the adoption of the 5G NR in term of the user data volume. This KPI is crucial in identifying the adoption of a new radio access technolgy. Furthermore, it can be utilized to determine sunsetting an older radio access technologiy.
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>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc20132222][bookmark: _Toc27473257][bookmark: _Toc35955912][bookmark: _Toc44491883][bookmark: _Toc51689810][bookmark: _Toc51750484][bookmark: _Toc51774744][bookmark: _Toc51775358][bookmark: _Toc51775974][bookmark: _Toc58515357][bookmark: _Toc122529591]6.5.X	RAT Retainability
6.5.X.3	NR and E-UTRAN data volume retention rate  
a)	DataVolumeRetentionRate_5G, DataVolumeRetentionRate_E-UTRAN.
b)	This metric shows what percentage of the network PDCP SDU Data Volume are on 5G as compared to E-UTRAN.
c) 	To measure the RRC retention rate: 


Measurement names: , , 
On SubNetwork level, the measurement shall be aggregated over all NRCellCUs/ EUtranCell in the SubNetwork.
d) 	SubNetwork (or at the DN of an object instance which has access to Combi metrics).
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