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Start of First change
[bookmark: _Toc120096688][bookmark: _Toc120097047][bookmark: _Toc128685157][bookmark: _Toc129028410][bookmark: _Toc129029939][bookmark: _Toc129155807]6.V	ML testing
[bookmark: _Toc120096690][bookmark: _Toc120097049][bookmark: _Toc128685159][bookmark: _Toc129028412][bookmark: _Toc129029941][bookmark: _Toc129155809][bookmark: _Hlk96012523]6.V.2	Use cases
[bookmark: _Toc129028415][bookmark: _Toc129029944][bookmark: _Toc129155812][bookmark: OLE_LINK41][bookmark: OLE_LINK25]6.V.2.C	Joint testing of multiple ML entities 
[bookmark: OLE_LINK11]For a given use case, different entities apply the respective ML model to fulfill different inference requirements and capabilities. However, in some cases, multiple ML entities may be worked in a synergic manner for complex use cases, in the case an ML entity is just one step in the production process to implement some specific function, with the analytics outputs of ML entity as the inputs to the next ML entity. For example, the output of Inter-gNB beam selection optimization could be used as input for Handover optimization analysis.
After the joint training of ML entities, to test and check if the ML entities can work correctly under certain runtime contexts, the consumer may request the joint testing to verify whether multiple ML entities can synergically work before applying it to the target inference function. Hence, the 3GPP management system needs to provide the capability to allow multiple ML entities joint testing.
NOTE:	This use case is about the ML entities testing during the training phase and irrelevant to the testing cases that the ML entities have been deployed.

6.L.3	Requirements for ML testing
	Requirement label
	Description
	Related use case(s)

	REQ-AI/ML_TEST-10
	The ML testing MnS producer may have a capability for an authorized consumer to request the joint testing of multiple ML entities
	Multiple ML entities joint testing (clause 6.V.2.3)
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