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Start of First change
[bookmark: _Toc105572913][bookmark: _Toc122351637]8.4.1.2	Paging Optimization
[bookmark: _Toc105572914][bookmark: _Toc122351638]8.4.1.2.1	MDA type
The MDA type for Capability-Paging Optimization: CoverageAnalyticsSLSAnalysis.PagingOptimization.
[bookmark: _Toc105572915][bookmark: _Toc122351639]8.4.1.2.2	Enabling data
The enabling data for paging optimization are provided in table 8.4.1.2.2-1.
Table 8.4.1.2.2-1: Enabling data for Paging Optimization Analysis
	Data category
	Description
	References

	MDT reports
	MDT reports indicating UE location information
	MDT measurements defined in TS 32.422 [6] and TS 32.423 [7].

	Performance measurements
	Measurement for 5G Paging from AMF
	See clause 5.2.5.2 in TS 28.552 [4].



[bookmark: _Toc105572916][bookmark: _Toc122351640]8.4.1.2.3	Analytics output
The specific information elements of the analytics output for paging optimization, in addition to the common information elements of the analytics outputs (see clause 8.3), are provided in table 8.4.1.2.3-1.
[bookmark: MCCQCTEMPBM_00000128]Table 8.4.1.2.3-1: Analytics output for paging optimization analysis
	Information element
	Definition
	Support qualifier
	Properties

	oOCDuration
	This specify the time window during which UE is out-of-coverage.
	M
	type: ProjectionDuration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	oOCLocation
	This specifies the last known location of the UEs before it goes out-of-coverage. This would be within the area indicated by the "areaScope" of the MDA request.
	CM
	type: GeoCoordinate
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	oOCMap
	This specifies the geographical region within which the paging issues are experienced by a group of UEs. This would be within the area indicated by the "areaScope" of the MDA request.
	CM
	type: GeoArea (see TS 28.622 [19])
multiplicity: 1..*
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False



Start of next change
[bookmark: _Toc105572966][bookmark: _Toc122351690][bookmark: MCCQCTEMPBM_00000039]8.5.2	Recommended3GPPAction <<dataType>>
[bookmark: _Toc105572967][bookmark: _Toc122351691]8.5.2.1	Definition
This data type specifies the data type of recommended 3GPP action.
[bookmark: _Toc105572968][bookmark: _Toc122351692]8.5.2.2	Information elements
Table 8.5.2.2-1
	Name
	Definition
	Support qualifier
	Properties

	[bookmark: MCCQCTEMPBM_00000040]mOInstance
	Identifies the instance of a common ancestor object of the objects for which changes are recommended.
	M
	type: stringDN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	path
	The "path" and "mOInstance" identify the object, attribute, attribute field or multi-value attribute element, that are recommended for creation, deletion or modification.
	M
	type: string
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	op
	It specifies the type of operation that is recommended for the MOI specified by the path.

Allowed values: "add", "remove" and "replace".

The operation describes what is recommended to do to the NRM.

"add" shall be used for recommending the creation of an object, attribute, attribute field or multi-value attribute element.

"remove" shall be used for recommending the deletion of an object, attribute, attribute field or multi-value attribute element.

"replace" shall be used for recommending the replacement of an existing attribute value, attribute field value or multi-value attribute element.
	M
	type: enumeration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	value
	If an object creation is recommended with "add", the "value" shall carry a complete representation of the created object. If an object deletion is recommended with "remove", the "value" shall be absent. It may optionally carry a complete representation of the deleted object.

If an attribute, attribute field or multi-value attribute element creation is recommended with "add", the "value" shall carry the value of the recommended attribute, attribute field or multi-value attribute element.

If an attribute, attribute field or multi-value attribute element deletion is recommended with "remove", the "value" shall be absent.

If the replacement of an attribute, attribute field or multi-value attribute element value is recommended with "replace", the "value" shall carry the new value of the attribute, attribute field or multi-value attribute element.

If multiple objects are recommended for creation, the creation of parent objects shall be recommended before the child objects.
	CM
	type: AttributeValuePair (see TS 32.156 [18])
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False

	additionalText
	It provides the additional text for the recommended change.
	O
	type: string
multiplicity: *
isOrdered: False
isUnique: False
defaultValue: None
isNullable: False



End of Changes


