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	Reason for change:
	According to the EDN NF 5GC connection provisioning procedure described in TS 28.538 clause 7.4.3 and 7.4.4, the 5GCNfConnEcmInfoList and uPFConnectionInfo can only be provided by the producer, so the value of isWritable for those 2 attributes should be F.
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1. ECSP management system consumes the provisioning MnS with createMOI operation (see clause 11.1.1.1. in TS 28.532 [5]) for EcmConnectionInfo IOC to request PLMN management system to provide the connection information. EcmConnectionInfo IOC includes EDN identifier, and service area requirements (i.e., EDN service area, EES service area, and EAS service area).
2. PLMN management system determines whether the EAS and EES are trusted by PLMN operators, based on the EDN identifier ednIdentifier.
If the EDN NFs are trusted by PLMN operators, then performs the following steps.
3. PLMN management system found the PCF(s) based on EES service area eESServiceArea, and EAS service area requiredEASservingLocation, and NEF(s) based on EDN service area eDNServiceArea, and then creates the EcmConnectionInfo MOI with connection information for PCF and NEF, including the IP address and DN.
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	1st Change


[bookmark: _Hlk94521828]5.3.119	EcmConnectionInfo
5.3.119.1	Definition
This IOC contains attributes to enable ECSP management system to connect EDN NFs (i.e., EAS, ECS, and EES) to 5GC NFs (i.e., UPF, PCF, NEF, SCEF) (See clause 6.3.2, 6.3.4, 6.4.67.4.3 and 7.4.4 in TS 28.538 [79]). 
5.3.119.2	Attributes
The EcmConnectionInfo IOC includes attributes inherited from Top IOC (defined in TS 28.622[30]) and the following attributes:

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	eASServiceArea
	CM
	T
	T
	F
	T

	eESServiceArea
	CM
	T
	T
	F
	T

	eDNServiceArea
	CM
	T
	T
	F
	T

	eASIpAddress
	CM
	T
	T
	F
	T

	eESIpAddress
	CM
	T
	T
	F
	T

	eCSIpAddress
	CM
	T
	T
	F
	T

	ednIdentifier
	M
	T
	T
	F
	T

	ecmConnectionType
	CM
	T
	T
	F
	T

	5GCNfConnEcmInfoList
	CM
	T
	FT
	F
	T

	uPFConnectionInfo
	CM
	T
	FT
	F
	T



[bookmark: _Hlk94519664]5.3.119.3	Attribute constraints

	Name
	Definition

	eASServiceArea S
	Condition: EAS connection to 5GC NF is supported

	eASIpAddress S
	Condition: EAS connection to 5GC NF is supported

	eESServiceArea S
	Condition: EES connection to 5GC NF is supported

	eESIpAddress S
	Condition: EES connection to 5GC NF is supported

	eDNServiceArea S
	Condition: EAS or ECS connection to 5GC NF is supported

	eCSIpAddress S
	Condition: ECS connection to 5GC NF is supported

	ecmConnectionType S
	Condition: EAS connection to 5GC NF is supported

	5GCNfConnEcmInfoList S
	Condition: EAS, EES, and ECS connections to 5GC NF is supported

	uPFConnectionInfo S
	Condition: EAS connection to UPF is supported



5.3.119.4	Notifications
The common notifications defined in subclause 5.5 are valid for this IOC, without exceptions or additions.

	End of Change
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