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	1st Change


[bookmark: _Toc106192936][bookmark: _Toc130464586]5.1.x	Intent containing expectations on 5GC performance to be assured
5.1.x.1	Intent containing an expectation on 5GC NF performance
5.1.x.1.1	Introduction
This use case describes a scenario where the Intent MnS consumer expresses intent containing an intent expectation on 5GC NF performace to be assured to the Intent MnS producer. The 5GC NF performace may be different depending on the type of the 5GC NF. In this scenario, the intent expectation may include objectInstance of the 5GC NF whose performance needs to be assured or objectContexts (e.g. S-NSSAI ) to find out the 5GC NF(s) whose performance needs to be assured, and performace targets (e.g. maximum of UE number for AMF, maximum number of session number for SMF).
Based on the intent containing an expectation on 5GC NF performace to be assured received, the Intent MnS producer collects and analyses corresponding 5GC NF performace related data in the specified network slice, identifies the potential 5GC NF performace issues (e.g. low performance because of high load ), which will impact 5GC NF performance intent fulfilment. Modification of the 5GC NF configuration parameters maybe needed to satisfy the performance expectation targets (this may also trigger scaling procedure by by interworking with ETSI NFV MANO).
The Intent MnS producer continuously monitors the 5GC NF performance (e.g. mean number of registered UE, mean number of created PDU session) wthin the specified network slice, and decides whether 5GC NF performance target is satisfied.
The Intent MnS producer may notify The Intent MnS consumer about the intent fulfilment information, including the 5GC NF performance values which enables the Intent MnS consumer to monitor the 5GC NF performance intent to be assured.
5.1.x.1.2	Requirements
REQ-Intent_Perf_5GCNf-CON-1 The intent driven MnS shall have capability enabling MnS consumer to express intent containing an expectation on 5GC NF performance to be assured to the Intent MnS producer.
REQ-Intent_Perf_5GCNf-CON-2 The intent driven MnS shall have capability enabling MnS consumer to obtain fulfilment information of the intent containing an expectation on 5GC NF performance to be assured.
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