3GPP TSG-SA5 Meeting #149 	S5-234162
Berlin, Germany, 22 -26 August 2023

Source:	Ericsson, Deutsche Telekom	
Title:	pCR 28.836 Clarify requirements 5.2
Document for:	Approval
Agenda Item:	6.7.3
1	Decision/action requested
In this box give a very clear / short /concise statement of what is wanted.
2	References
[1]	3GPP TS 28.312 Management and orchestration; Intent driven management services for mobile networks
[2]	3GPP TR 28.912 Study on enhanced intent driven management services for mobile networks v1.2.0
3	Rationale
The requirements in clause 5.2 leaves room for misunderstanding who is responsible for the network slice service assurance. It is proposed to add clarification in the requirements.
4	Detailed proposal
(For pseudo CR, include the complete clause(s) or subclause(s) of the latest draft TS/TR to be modified, with clear clause and sub-clause headings included and all modifications shown with revision marks, unambiguously showing where the changes shall be made or inserted in the draft TS/TR. It is not sufficient to just state, for example, “add the following text to the draft TS/TR…”.)
Start of changes.
[bookmark: _Toc133484299][bookmark: _Toc134117934]5.2	Intent driven management for network slice service assurance
[bookmark: _Toc133484300][bookmark: _Toc134117935]5.2.1 	Use case of Intent driven management to express expectation of network slice service assurance
[bookmark: _Toc133484301][bookmark: _Toc134117936]5.2.1.1	Introduction
To satisfy the requirement of network operator for network slice instance service assurance with certain characteristics, the intent driven MnS producer receive the intent expectation of network slice service assurance and provide the management capabilities to support network slice service assurance.
[bookmark: _Toc133484302][bookmark: _Toc134117937]5.2.1.2 	Pre-condition
CSP provides the intent driven management service to CSC to create a communication service.
Network operator is capable to provide network slice instance service assurance in management system to invoke the proper intent driven MnS.
[bookmark: _Toc133484303][bookmark: _Toc134117938]5.2.1.3	Description
In order to enable a group of end users to connect to communication service provided by a 3GPP network, a MnS Consumer expresses its intent for a communication service assurance with proper network characteristics to network operator.
The operator provides the expectation of intent of network slice instance service assurance with a set of network characteristics. The intent driven management service producer is capable to translate the intent of a network slice instance service assurance to relevant requirements e.g., keep QoS performance in specific time duration. Regarding the intent MnS request received, the intent driven-management service provider may decide management capabilities to meet the requirements of assurance a network slice instance service quality, for example monitoring particular performance, use closed control loop for assurance target(s). The intent driven management service producer is also capable to provide the report of intent fulfilment of a network slice instance service assurance addressing the capability QoS requirement of the intent.
[bookmark: _Toc133484304][bookmark: _Toc134117939]5.2.1.4	Post-condition
The communication service assurance expectation expressed by intent for a specified group of end users is fulfilled.
[bookmark: _Toc133484305][bookmark: _Toc134117940]5.2.1.5	Requirements
REQ-Intent_Assure_Slice-CON-1: The intent driven MnS shall have capability enabling an MnS consumer to express intent containing an expectations for communication service so that the MnS producer can do assurance.
REQ-Intent_Assure_Slice-CON-2: The intent driven MnS shall have capability enabling an MnS consumer to express intent containing an expectations for network slice service so that the MnS producer can do assurance.
[bookmark: _Toc133484306][bookmark: _Toc134117941]5.2.2 	Use case of Intent driven management to express expectation of network slice subnet service assurance
[bookmark: _Toc133484307][bookmark: _Toc134117942]5.2.2.1	Introduction
To satisfy the requirement of network operator for network slice subnet instance service assurance with certain characteristics, the intent driven MnS producer receive the intent expectation of slice subnet instance service assurance and provide the management capabilities to support network slice subnet service assurance.
[bookmark: _Toc133484308][bookmark: _Toc134117943]5.2.2.2 	Pre-condition
NOP provides the intent driven management service to create a network slice subnet instance.
Network operator is capable to provide network slice subnet instance service assurance in management system to invoke the proper intent driven MnS.
[bookmark: _Toc133484309][bookmark: _Toc134117944]5.2.2.3	Description
In order to enable a group of end users to connect to communication service provided by a 3GPP network, a MnS Consumer expresses its intent for a communication service assurance with proper network characteristics to network operator.
The network operator provides the expectation of intent of network slice subnet instance service assurance with a set of network characteristics. The intent driven management service producer is capable to translate the intent of a network slice subnet instance service assurance to relevant requirements e.g., keep QoS performance in network slice subnet. Regarding the intent MnS request received, the intent driven-management service provider may decide management capabilities to meet the requirements of assurance a network subnet slice instance service quality, for example monitoring particular performance measurement, use closed control loop for assurance target(s) of the network slice subnet instance. The intent driven management service producer is also capable to report of intent fulfilment of a network slice subnet instance service assurance addressing the capability QoS requirement of the intent.
[bookmark: _Toc133484310][bookmark: _Toc134117945]5.2.2.4	Post-condition
The communication service assurance expectation expressed by intent for a specified group of end users is fulfilled.
[bookmark: _Toc133484311][bookmark: _Toc134117946]5.2.2.5	Requirements
REQ-Intent_Assure_Slice-CON-3: The intent driven MnS shall have capability enabling MnS consumer to express intent containing an expectations for network slice subnet service so that the MnS producer can do assurance.

End of changes.


