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	Reason for change:
	The performance of 5G LAN-type services needs to be monitored at the 5G VN group level by the operator since it is relevant to whether the end users can use the service of 5G LAN and scale up/down a 5G VN based on the capacity for efficient consumption of network resources.

Currently, performance management for 5G LAN-type services on the 5G VN group level is missing.

Therefore, it is necessary to enhance the performance measurement for 5G LAN-type services.

	
	

	Summary of change:
	Update the performance measurement QoS flow-related measurements for UPF to support 5GLAN measurements based on TR 28.833.

	
	

	Consequences if not approved:
	Performance management for 5G LAN-type services on the 5G VN group level is missing.
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[bookmark: _Toc20132444][bookmark: _Toc27473513][bookmark: _Toc35956184][bookmark: _Toc44492177][bookmark: _Toc51690106][bookmark: _Toc51750798][bookmark: _Toc51775058][bookmark: _Toc51775672][bookmark: _Toc51776288][bookmark: _Toc58515674][bookmark: _Toc130560557]5.4	Performance measurements for UPF
[bookmark: _Toc44492242][bookmark: _Toc51690169][bookmark: _Toc51750861][bookmark: _Toc51775121][bookmark: _Toc51775735][bookmark: _Toc51776351][bookmark: _Toc58515737][bookmark: _Toc130560620]5.4.10	QoS flow related measurements
[bookmark: _Toc44492243][bookmark: _Toc51690170][bookmark: _Toc51750862][bookmark: _Toc51775122][bookmark: _Toc51775736][bookmark: _Toc51776352][bookmark: _Toc58515738][bookmark: _Toc130560621]5.4.10.1	Mean number of QoS flows
a)	This measurement provides the mean number of QoS flows of UPF. 
b)	SI
c)	This measurement is obtained by sampling at a pre-defined interval, the number of QoS flows and then taking the arithmetic mean. The measurement is optionally split into subcounters per S-NSSAI,  and per DNN and per 5G VN group.
d)	A single integer value
e)	UPF.MeanQosFlows
UPF.MeanQosFlows.SNSSAI , where SNSSAI identifies the S-NSSAI.
UPF.MeanQosFlows.Dnn , where Dnn identifies the Data Network Name. UPF.MeanQosFlows.5GVNgroup, where 5GVNgroup identifies the 5G VN group.
f)	UPFFunction
g)	Valid for packet switching
h)	5GS
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a)	This measurement provides the max number of QoS flows of UPF. 
b)	SI
c)	This measurement is obtained by sampling at a pre-defined interval, the number of QoS flows and then selecting the maximum value. The measurement is optionally split into subcounters per S-NSSAI, and per DNN and per 5G VN group.
d)	A single integer value
e)	UPF.MaxQosFlows
UPF.MaxQosFlows.SNSSAI , where SNSSAI identifies the S-NSSAI.
UPF.MaxQosFlows.Dnn , where Dnn identifies the Data Network Name. UPF.MaxQosFlows.5GVNgroup, where 5GVNgroup identifies the 5G VN group.
f)	UPFFunction
g)	Valid for packet switching
h)	5GS
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