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	Reason for change:
	Currently PM cannot fully support the performance measurement for NWDAF data collection. Therefore, it is necessary to enhance the performance measurement for NWDAF. 

	
	

	Summary of change:
	Added use case of performance measurement for NWDAF data collection based on TR 28.864.

	
	

	Consequences if not approved:
	The solutions of data collection related measurement for NWDAF cannot be identified efficiently.
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[bookmark: _Toc51775926][bookmark: _Toc91064200][bookmark: _Toc44492409][bookmark: _Toc51776542][bookmark: _Toc51690342][bookmark: _Toc51751042][bookmark: _Toc58515928][bookmark: _Toc51775312]A.A	Use case of performance measurement for NWDAF Data Collection
[bookmark: 4Y12_Deployment_of_multiple_NW]The Data Collection feature permits NWDAF to retrieve data from various data sources (e.g., NF such as AMF, SMF, PCF, UDM and AF; OAM), as a basis of the computation of network analytics[2]. Data Collection related measurements, such as measuring the amount and the frequency of the data collected from different data sources, can be used to help optimize the deployment of NWDAF and improve the other services provided by NWDAF. For example, based on the Data Collection related measurements, the NWDAF instance may be recommended to be geographically deployed closer to its major data source to reduce the latency and save network resources.
Therefore, the Data Collection related measurements is an important factor that reflects the NWDAF Data Collection performance. Since the Data Source and the services used are different, the measurements related to different data sources need to be monitored respectively. By monitoring the number of subscriptions/notifications  for Data Collection services based on the Data Source in a period, the operators can know how often the NWDAF collect data from the same data source and the differences from different data sources, which can be used to infer the performance of NWDAF on data collection (e.g., the quality of the data collected). 
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