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	Reason for change:
	In-session activity time for DRB for 5GS has been already defined in TS 28.552 clause 5.1.1.10.4. Similarly, In-session activity time for UE for EPS has been already defined in TS 32.425 clause 4.2.4.1. In this CR, it is proposed to define an aggregated active session time for UEs per RAT at the combined (EPS+5GS) NE, as this performance measure is used to define 5G and EUTRAN in-session retention rate KPI.

	
	

	Summary of change:
	Adding a new performance measure capturing number of “in session” seconds aggregated on all E-RABs as well as number of “in session” seconds aggregated on all QoS flows.
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	Without this performance measure, NR and EUTRAN in-session retention rate KPI (TS 28.554 CR 0123) cannot be derived.
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>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc20132222][bookmark: _Toc27473257][bookmark: _Toc35955912][bookmark: _Toc44491883][bookmark: _Toc51689810][bookmark: _Toc51750484][bookmark: _Toc51774744][bookmark: _Toc51775358][bookmark: _Toc51775974][bookmark: _Toc58515357][bookmark: _Toc122529591]5.1.1.13.2.X	In-session activity time per RAT
a)	This measurement provides the aggregated active session time for UEs per RAT. 
b)	CC.
c)	Number of "in session" seconds aggregated on all E-RABs as well as number of "in session" seconds aggregated on all QoS flows. 
For E-RABs/QoS flow with bursty flow, a UE is said to be "in session" if any data on a Data Radio Bearer (UL or DL) has been transferred during the last 100 ms. 
For E-RABs/QoS flow with continuous flow, the E-RABs/QoS flow (and the UE) is always seen as being "in session" in the context of this measurement as long as the UE is in RRC connected state, and the session time is increased from the first data transmission on the E-RABs/QoS flow until 100ms after the last data transmission on the ERABs/QoS flow (see clause 5.1.1.10.4 and clause 4.2.4.1 in TS 32.425 [9])
d)	Each measurement is an integer value.
e)	Combi.RB.SessionTimeUE			Combined
Combi.RB.SessionTimeUE.E		EPS
      Combi.RB.SessionTimeUE.5G		5GS
f)	Concatenation of EUtranCell (EUtranCellFDD and EUtranCellTDD) and NRCellCU.
g)	Valid for packet switched traffic.
h)	Combined NE of EPS/5GS.
i)	This measurement is to support the in-session retention KPI. 
>>>>END OF CHANGES<<<<
