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1	Decision/action requested
The group is asked to approve the proposal.
2	References
[1]	3GPP TR 28.832 v0.6.0: “Management Aspects of URLLC”
[2]	3GPP TS 28.541: “Management and orchestration; 5G Network Resource Model (NRM);”	
3	Rationale
It was approved in SP-220146 to study the management aspects of URLLC and one of the objectives is to investigate configuration management related to URLLC. In order to achieve the objective mentioned above, a conclusion for configuration of latency for URLLC in RAN over the air interface is proposed in this contribution.
This contribution proposes to add conclusion and recommendation the following issue in Study on management aspects of URLLC.
- Issue#5: Configuration of latency for URLLC in RAN including the air interface
4	Detailed proposal
This contribution proposes to make the following changes in [1].
[bookmark: _Toc42241749]
	1st Change


6	Conclusion and Recommendation
6.X	Issue #5: Configuration of latency for URLLC in RAN including the air interface
This issue identifies that “RANSliceSubnetProfile.dLLatency” and “RANSliceSubnetProfile.uLLatency” in TS 28.541[12] only representing the latency within gNB can’t cover the requirement for configuration of RAN latency between gNB and UE. The corresponding solution tries to address the issue by modifying the existing attributes defined in TS 28.541[12] to cover the whole RAN latency between gNB and UE. Detailed description about the solution is in clause 5.5.2.
It’s recommended to make some enhancement on NRM referred to this solution in the future normative work.

	End of changes




