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	Reason for change:
	DL PDCP SDU Data Volume in 5GS has been already defined in TS 28.552 clause 5.1.3.6.2.1. Similarly, DL cell PDCP SDU Data Volume in EPS has be already defined in TS 32.425 clause 4.4.7.1. In this CR, it is propsed to define an aggregated DL PDCP SDU Data Volume per RAT at the combined (EPS+5GS) NE. This performance measure is used to define 5G and E-UTRAN Data Volume Retention KPI.

	
	

	Summary of change:
	Adding a new performance measure capturing the aggregated number of bits entering the NG-RAN/eNodeB PDCP per RAT.

	
	

	Consequences if not approved:
	Without this performance measure, NR and EUTRAN Data Volume Retention KPI (TS 28.554 CR0126) cannot be derived.
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>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc20132222][bookmark: _Toc27473257][bookmark: _Toc35955912][bookmark: _Toc44491883][bookmark: _Toc51689810][bookmark: _Toc51750484][bookmark: _Toc51774744][bookmark: _Toc51775358][bookmark: _Toc51775974][bookmark: _Toc58515357][bookmark: _Toc122529591]5.1.2.1.1.X	DL PDCP SDU Data Volume per RAT
a)	This measurement provides the Data Volume (amount of PDCP SDU bits) in the downlink delivered to PDCP layer per RAT. 
b)	CC (Cumulative Counter)
c) 	This measurement is obtained by counting the number of bits entering the NG-RAN aggregated across different QoS levels and S-NSSAI, and the number of bits entering eNodeB PDCP layers aggregated across different QoS profiles (TS 32.425 4.4.7.1 and 28.552 5.1.3.6.2.1). Each measurement is calculated per PLMN ID.
d) 	Each measurement is an integer value representing the number of bits measured in Mbits. The number of measurements is equal to the number of PLMNs multiplied by number of RATs.
e) 	Combi.DRB.PdcpSduVolumeDL			Combined
Combi.DRB.PdcpSduVolumeDL.E		EPS
      Combi.DRB.PdcpSduVolumeDL.5G		5GS
f) 	EP_N26 (contained by AMFFunction).
g)	Valid for packet switched traffic.
h) 	Combined NE of EPS/5GS.
i)	This measurement is to support the Data Volume Retention KPI.
>>>>END OF CHANGES<<<<
