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Start of First change

5.X.	General use cases for Intent Driven Management
5.X.1.L		Testing Intent-driven MnS Capabilities
5.X.1.L.1	Introduction
By focussing more on "What" needs to be achieved and less on "How" that outcome should be achieved, intents require that the intent-driven MnS consumer lets the intent-driven MnS producer make crucial decisions needed to achieve the "What". In this way, the intent-driven MnS producer takes away the important network management control away from the MnS consumer. However, before such important control can be given away, MnS consumer needs to be sure that the intent-driven MnS producer works in an expected manner, i.e., that the outcomes of the intent-driven MnS producer matches with the MnS consumer's expectations. 
The intent-driven MnS consumer should be able to test the intent-driven MnS at any point of time. For the test, there may be some intents already available to the MnS consumer, although the MnS consumer can also use new, customized intents. The main purpose of the test is to check if the intent-driven MnS behaves the way it was designed to behave. To achieve that, MnS consumer specifies the expected outcome from executing an intent beforehand. For already available intents, these outcomes may already have been defined. For new intents, the MnS consumer may list the expected outcomes and indicate that the intent is an intent under test. The intent-driven MnS  should be provide information  to indicate whether an intent is an intent under test or not. After the intent is executed, the MnS producer may send a detailed report to MnS consumer that contains all the information related to the outcome of the intent execution. This report may be used by MnS consumer to check if the expectations are fulfilled. Alternatively, the MnS consumer may already send the list of expectation(s) to MnS producer beforehand. The MnS producer may use this list to compare the outcome(s) and send a report to MnS consumer about the intent expectation fulfilment. The intent fulfilment or intent report should contain information on whether the test has been successful or not. For example, it may contain a comparison of the list of expected actions and the list of actions that were actually executed.
5.X.1.L.2	Requirements
REQ-Intent_TEST_1: The intent-driven MnS shall have the capability to enable an authorized MnS consumer to request for the testing of intent-driven capabilities provided by an MnS producer.
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