

	
3GPP TSG-SA5 Meeting #150 	S5-235551
Goteborg, Sweden, 21 - 25 August 2023

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	28.552
	CR
	0440
	rev
	1
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	New measurement “Number of RRC release”

	
	

	Source to WG:
	Apple, Ericsson

	Source to TSG:
	SA5

	
	

	Work item code:
	PM_KPI_5G_Ph3
	
	Date:
	2023-08-11

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In TS 28.552, currently there is no performance measure which characterizes the number of RRC release messages.

	
	

	Summary of change:
	Adding a new performance measure showing the count of RRC release messages

	
	

	Consequences if not approved:
	Without this performance measure, the percentage of the RRC connections going through normal release cannot be derived.
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>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc20132222][bookmark: _Toc27473257][bookmark: _Toc35955912][bookmark: _Toc44491883][bookmark: _Toc51689810][bookmark: _Toc51750484][bookmark: _Toc51774744][bookmark: _Toc51775358][bookmark: _Toc51775974][bookmark: _Toc58515357][bookmark: _Toc122529591]5.1.1.15.X	Number of RRC release messages
a)	This measurement provides the number of RRC release messages for an RRC connection established within the existing NRCellCU. The measurement is split into subcounters per suspendConfig availability.
b)	CC
c)	Transmission of a "RRCRelease" message to UE.
d)	A single integer value. 
e)	RRC.Release.WithSuspendConfig and RRC.Release.WithoutSuspendConfig.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i)	One usage of this measurement is for monitoring the number of RRC connections which are going through normal release.
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