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1
Decision/action requested

For approval.
2
References

[1]
3GPP TR 28.830 v0.4.0 Study on fault supervision evolution
3
Rationale

The contribution is to add description related to Relation and interaction with MDA and close loop control in TR 28.830.
4
Detailed proposal

The following changes are proposed to [1].
	1st change


6
Fault supervision evolution relation and interaction with MDA and closed loop control
TS 28.104 provides the description of MDA role in management loop in clause 6. The attribute of MDA type specified in TS 28.104 provides the indicator in analytics outputs for particular management capability. The clause 7.2.3 of TS 28.104 includes the use case(s) and requirements of MDA assisted fault management. The NRM fragment for MDA request and MDA report can be included in representation of ManagedElement or ManagedFunction, so as to be assigned to relevant management loop in charging of particular management purposes and matched MDA capability(ies).
Currently, the content generated under concept of management control loop is related to the management capabilities of management control loop(s) for communication service assurance (see TS 28.535 and TS 28.536). The class represents the information for controlling and monitoring an assurance closed control loop associated with a NetworkSlice or NetworkSliceSubnet is described in TS 28.536. According to TS 28.536, the related targets (e.g., assuranceTargetList) of the control loop can be seen in clause 4.1.2.3.1.2.  
In general, the MDA capability for fault management can take role of management loop according to TS 28.104, however management control loop (see TS 28.535 and TS 28.536) only provides the management capability for control loop communication service assurance (with goals or targets of the CL). 
	End of changes


