3GPP TSG-SA5 Meeting #150 	S5-235633
Goteborg, Sweden, 21 - 25 August 2023

Source:	Ericsson
Title:	Update of evaluation and conclusions clause 7.5
Document for:	Approval
Agenda Item:	7.5.2
1	Decision/action requested
[bookmark: _Hlk64897434]Include the proposed changes in TR 28.827.
2	References
[bookmark: _Hlk83628987][1]		3GPP TR 28.827: "Study on 5G charging for additional roaming scenarios and actors"
3	Rationale
Updating the evaluation and conclusion.
4	Detailed proposal
	First change



[bookmark: _Toc136337282]7.5.5	Evaluation
Solutions #5.1, #5.2, and #5.8 all solves key issues #5a, #5b, and #5c.
-	Solution #5.1 uses a new CHF-to-CHF communication. This requires CHF enhancements.
-	Solution #5.2 uses V-SMF to both V-CHF and H-CHF, with a new reference point to A-CHF. This requires knowledge of the additional actor by the visited MNO.
-	Solution #5.8 uses V-SMF to both V-CHF and H-CHF, together with a new CHF-to-CHF communication between the H-CHF and A-CHF.
-	Both solutions #5.1 and #5.8 can be supported at the same time depending on the visited MNMNO, home MNO and agreement with additional actor.

Solutions #5.3 and #5.4 both solves key issue #5d.
-	Solution #5.3 uses NRF to find H-CHF and A-CHF.
-	Solution #5.4 uses SUPI to find the H-CHF and local configuration to find the A-CHF and can support the case when there is no A-NRF.
-	Both solutions can be supported at the same time depending on the visited MNMNO, home MNO and agreement with additional actor.

Solutions #5.5 and #5.6 both solves key issue #5e.
-	Solution #5.5 reuses the Nchf_ConvergedCharging between CHFs and may add additional charging information to better support CHF-to-CHF communication.
-	Solution #5.6 uses a new Nchf service and would have different messages as well as triggers.

Solution #5.7 solves key issue #4e#5f.
-	Solution #5.7 reuses the solution #2.11 where the trigger for interaction for V-CHF communicating with H-CHF is based on the reception of a charging data request by the V-CHF. The A-CHF interaction is like the V-CHF to H-CHF.
[bookmark: _Toc136337283]7.5.6	Conclusion
For key issues #5a, #5b and 5c, the solution using CHF-to-CHF communication can be an additional solution in normative work i.e., allowing both solutions #5.1 and #5.8.
For solutions #5.1 and 5.8 the following conclusions apply for the CHF-to-CHF communication:
-	based on solution #5.5, Nchf_ConvergedCharging service API reused to the interaction between H-CHF and A-CHF should be taken into normative work;
-	based on both solutions #5.3 and #5.4, finding the H-CHF and/or A-CHF, can allow the use of both NRF and SUPI, should be taken into normative work;
-	based on solution #5.7, the trigger for the CHF-to-CHF communication based on the reception of a charging data request, should be taken into normative work; 
The solution 5.8 reuses V-SMF to V-CHF and H-CHF (solution #2.2), AMF to V-CHF and H-CHF (solution #2.5). and CHF-to-CHF (solution #2.1) and should be taken to normative work.
Solution #5.1 reuses CHF-to-CHF (solution #2.1) and should be taken to normative work.
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