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	1st  Change


[bookmark: _Toc98246120][bookmark: OLE_LINK10][bookmark: _Toc98246121]5.1.4	Requirements for management support for NG-RAN MOCN network sharing scenario with same Cell Identity broadcast
Req-MOCN_SameCellId_Cfg-CON-1. The 3GPP management system of the MOP shall have the capability to configure NgC and NgU individually for each POP.
Req- MOCN_SameCellId_Cfg-CON-2. The 3GPP management system of the MOP shall have the capability to configure PLMNId individually for each POP.
Req- MOCN_SameCellId_Per-CON-3. The 3GPP management system of the MOP shall have the capability to collect and report some measurements (e.g. active UEs measurements, packet delay measurements) in PLMN granularity for each POP.
Req-MOCN_SameCellId_Per-CON-4 The 3GPP management system of the MOP shall have capability to report different operator-specific configuration (e.g. NROperatorCellCU) and performance measurement jobs (e.g.  job containing mobility management measurements focused by POP A,  job containing packet delay measurements focused by POP B) for each POP. 
Req-MOCN_SameCellId_Per-CON-5 The 3GPP management system of the MOP shall have capability to provide full operator-specific alarm data for each POP.
	2nd   Change


5.1.5	Requirements for management support for NG-RAN MOCN network sharing scenario with multiple Cell Identity broadcast
Req-MOCN-MultiCellId-Cfg-CON-1 The 3GPP management system of the MOP shall have the capability to configure NgC and NgU individually for each POP.
Req-MOCN-MultiCellId-Cfg-CON-2 The 3GPP management system of the MOP shall have the capability to configure PLMN-IdentityInfo (including PLMNId, NR Cell Identity, TAC) individually for each POP.
Req-MOCN-MultiCellId-Perf-CON-3 The 3GPP management system shall have the capability to collect and report some measurements (e.g. active UEs measurements, packet delay measurements) in PLMN granularity for each POP.
Req-MOCN-MultiCellId-Cfg-CON-4 The 3GPP management system of the MOP shall have the capability to configure the common F1 interface for all POPs.
Req-MOCN-MultiCellId-Cfg-CON-5 The 3GPP management system of the MOP shall have the capability to configure the individual F1 interface for each POP.
Req-MOCN-MultiCellId-Cfg-CON-6 The 3GPP management system of the MOP shall have the capability to configure the individual NR cell relation individually for each POP.
Req-MOCN-MultiCellId-Cfg-CON-7 The 3GPP management system of the MOP shall have capability to report different operator-specific configuration (e.g. NROperatorCellCU) and performance measurement jobs (e.g.  job containing mobility management measurements focused by POP A,  job containing packet delay measurements focused by POP B) for each POP. 
Req-MOCN-MultiCellId-Cfg-CON-8 The 3GPP management system of the MOP shall have capability to provide full operator-specific alarm data for each POP.
	End of  Changes



