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	First change



[bookmark: _Toc19715557][bookmark: _Toc51326755][bookmark: _Toc51326872][bookmark: _Toc122429784]7.12	Procedure of NF instance deletion
The Figure 7.12-1 illustrates the procedure of deleting NF instance.
[image: Generated by PlantUML]
Figure 7.12-1: Network Function Instance Deletion procedure
1)	Network Function Management Service Provider (NFMS_P) receives deletetMOI from Network Function Management Service Consumer (NFMS_C) with DN of ManagedFunction MOI.
2)	If the ManagedFunction instance contains virtualized part, NFMS_P invokes VNF instance termination procedure management towards virtualized and cloudified NF management and orchestration system. In case of ETSI NFV MANO, it is as described in clause 4.2.4 in TS 28.526 [7].7.x.
3)	NFMS_P deletes the ManagedFunction MOI.
4)	NFMS_P sends the response  (see deleteMOI operation defined in TS 28.532 [8]) to NFMS_C.



	Second change



[bookmark: _Toc19715540][bookmark: _Toc51326738][bookmark: _Toc51326855][bookmark: _Toc138414087]7	Provisioning procedures of networks and network slicing
7.x Procedure of VNF instance termination with ETSI NFV MANO
Editor’s note: to be updated with a new use case with reference to release 4 of ETSI NFV specifications.
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