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4.3.67	OperatorDU
4.3.67.1	Definition
This IOC contains attributes to support the NG-RAN Multi-Operator Core Network (NG-RAN MOCN) network sharing with multiple Cell Identity broadcast feature. An instance of OperatorDU <<IOC>> should be created and configured for each POP. When configured the attributes override those in parent GNBDUFunction instance.
The OperatorDU <<IOC>> is only used to support NG-RAN MOCN with multiple cell identity broadcast feature. If NG-RAN MOCN with multiple cell identity broadcast feature is not supported, is not used. 
The following table identifies the necessary end points required for the representation of shared gNB and shared en-gNB, of all deployment scenarios.

	Req
Role

	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	Shared gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.

	Shared en-gNB
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	<<IOC>>EP_F1C, <<IOC>>EP_F1U
	None.



For scenarios with an F1 interface supporting multiple PLMN broadcast, the values of the EP_F1C and EP_F1U attributes contained by different OperatorDU of the same GNBDUFunction should be same.

4.3.67.2	Attributes
The OperatorDU IOC includes attributes inherited from Top IOC (defined in TS 28.622[30]) and the following attributes:
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	gNBId
	M
	T
	T
	F
	T

	gNBIdLength
	M
	T
	T
	F
	T

	[bookmark: _MCCTEMPBM_CRPT57230069___7]configurable5QISetRef
	CO
	T
	T
	F
	T

	[bookmark: _MCCTEMPBM_CRPT57230071___7]dynamic5QISetRef
	CO
	T
	F
	F
	T



4.3.67.3	Attribute Constraints
None
	Name
	Definition

	[bookmark: _MCCTEMPBM_CRPT57230074___7]configurable5QISetRef
	[bookmark: _MCCTEMPBM_CRPT57230075___7]Condition: NG-RAN Multi-Operator Core Network (NG-RAN MOCN) network sharing with operator specific 5QI is supported.

	[bookmark: _MCCTEMPBM_CRPT57230076___7]dynamic5QISetRef
	Condition: NG-RAN Multi-Operator Core Network (NG-RAN MOCN) network sharing with operator specific 5QI is supported.



4.3.67.4	Notifications
The common notifications defined in clause 5.5 are valid for this IOC, without exceptions or additions.
