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	Reason for change:
	The EDGEAPP architecture for federation support requires sharing ECS information belonging to participating operator with Leading operator. It is expected to configure leading operator ECS with infomration related with partner operator ECS. An OAM configuration is expected for the same. 

The following is the snippet from TS 23.558
“ECS profile of partner ECSs can be preconfigured in the ECS or can be configured by the OAM system. For cases where the preconfigured and OAM configured information is not sufficient or not available, the ECS may communicate with other ECSs, e.g. ECS with repository functionality, to obtain the information.”

This configuration is used in “EAS discovery via leading ECSP” procedure to discovery appropiate EAS on partner OP (refer to clause 8.18.2.3.2 of 23.558)

The following is the snippet from TS 23.558
“If the ECS does not identify any suitable EES(s) based on EDN configuration available at the ECS and UE’s location, the ECS determines a partner ECS that may satisfy the requirements. Based on ECSP policy, the ECS may use preconfigured or OAM configured information about the partner ECSs or ECS discovery via ECS-ER as specified in clause 8.17.2.3 or both."


The partner ECS info can very well be made available to Leading operator ECS using Federation Management procedures. The leading operator can then do the required configuration in its own ECS. The configured ECS information is updated as and when the federation relationship is updated.

It is suggested to agree on the normative requirement for this functionality.  

It is also suggested to send an LS to SA6 clarifying why the assumption of OAM configuration not being sufficient was made.

	
	

	Summary of change:
	UC and requirements for ECS information sharing between operators under federation relationship.
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[bookmark: _Toc96612050][bookmark: _Toc96936131][bookmark: _Toc96936388][bookmark: _Toc130223296]5.x	Edge Federation Management
[bookmark: _Toc96612051][bookmark: _Toc96936132][bookmark: _Toc96936389][bookmark: _Toc130223297]5.x.1	Description
This clause contains use cases associated with federation management.
[bookmark: _Toc96612052][bookmark: _Toc96936133][bookmark: _Toc96936390][bookmark: _Toc130223298]5.x.x	Federated ECS management
In federation, the EAS requested by UE may only be available with the federated operator. The EAS discovery will fail at leading operator resulting in the initiation of discovering target EES and ECS belonging to partner operator. See clause 8.18.2.3.2 [2]. This will require configuring leading operator ECS with federated ECS information belonging to partner operator. The information may include ECS Profile (clause 8.2.12[2]), related EES and EAS etc.
The partner operator provides information related with its ECS as part of federation establishment. Based on the provided information required configurations can be done in leading operator ECS.
[bookmark: _Toc96612055][bookmark: _Toc96936136][bookmark: _Toc96936393][bookmark: _Toc130223301]5.x.y	Requirements
Table 5.x.x-1
	Requirement label
	Description
	Related use case(s)

	REQ-FECS-MGMT-FUN-1 

	Generic Provisioning MnS shall enable federation relationship to include information on PO ECS including (not limited to) ECS Profile, served EES and served EAS.
	Federated ECS management

	REQ-FECS-MGMT-FUN-2

	Generic Provisioning MnS producer shall have a capability to update ECS based on established federation relationship.
	Federated ECS management
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