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	Reason for change:
	The energy utility service provider needs performance information regarding “outages/network availability” and performance degradation of the communication network, as it may be possible for the energy utility service provider to reactively or even proactively establish and use an alternative means of communication. There is currently no mechanism to convey network or cell service status from the MNO to the DSO as a performance metric, in a standardized way. The actual availability of mobile network services is not exposed to energy utility service provider (customers), nor is the cause of the availability limit. This makes it difficult for energy utilities to perform risk assessment and network planning for communication services to carry out their smart energy services. And, in case network failure is happening or has happened in an area, the DSO can just infer this situation through a qualified guess. If the DSO is forced to use a standard MNO service and network, with no specific “availability” target, and no mechanism to know that network or cell service status is failing or has failed in an area, the DSO will not rely in MNO network and will develop alternative telecommunications infrastructure that will eventually make MNOs’ services unnecessary.
Currently there are no measurements defined to represent cell service status performance in network as required by energy utilities. 

	
	

	Summary of change:
	New measurements reflecting cells service status performance and for calculating availability KPI in network for fulfilling energy utilities requirements are defined
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	First change


[bookmark: _Toc20141968][bookmark: _Toc27476459][bookmark: _Toc35960996][bookmark: _Toc44494656][bookmark: _Toc45099064][bookmark: _Toc51751877][bookmark: _Toc51752234][bookmark: _Toc58578567][bookmark: _Toc146031242]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 32.401: "Telecommunication management; Performance Management (PM); Concept and requirements".
[3]	3GPP TS 32.404: "Performance Management (PM); Performance measurements - Definitions and template".
[4]	3GPP TS 23.501: "System Architecture for the 5G System".
[5]	IETF RFC 5136: "Defining Network Capacity".
[6]	3GPP TS 38.473: "NG-RAN; F1 Application Protocol (F1AP)".
[7]	3GPP TS 23.502: "Procedures for the 5G System".
[8]	3GPP TS 28.554: "Management and orchestration; 5G end to end Key Performance Indicators (KPI)".
[9]	3GPP TS 32.425: "Performance Management (PM); Performance measurements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN)".
[10]	3GPP TS 32.451: "Key Performance Indicators (KPI) for Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Requirements".
[11]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[12]	Void.
[13]	3GPP TS 38.423: "NG-RAN; Xn Application Protocol (XnAP)".[14]	3GPP TS 29.502: "5G System; Session Management Services; Stage 3".
[15]	Void.
[16]	3GPP TS 29.244: "Technical Specification Group Core Network and Terminals; Interface between the Control Plane and the User Plane Nodes; Stage 3".
[bookmark: docversion][17]	ETSI GS NFV-IFA027 v2.4.1: "Network Functions Virtualisation (NFV); Management and Orchestration; Performance Measurements Specification".
[18]	Void.
[19]	3GPP TS 38.214: "NR; Physical layer procedures for data".
[20]	3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".
[21]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[22]	3GPP TS 29.413: "Application of the NG Application Protocol (NGAP) to non-3GPP access".
[23]	3GPP TS 29.122: "Technical Specification Group Core Network and Terminals; T8 reference point for Northbound APIs".
[24]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[25]	ETSI ES 202 336-12 V1.2.1: "Environmental Engineering (EE); Monitoring and control interface for infrastructure equipment (power, cooling and building environment systems used in telecommunication networks); Part 12: ICT equipment power, energy and environmental parameters monitoring information model".
[26]	3GPP TS 28.541: "Management and orchestration; 5G Network Resource Model (NRM); Stage 2 and stage 3".
[27]	3GPP TS 29.274: "Evolved General Packet Radio Service (GPRS); Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".
[28]	3GPP TS 29.510: "5G System; Network function repository services; Stage 3".
[29]	3GPP TS 38.314: "NR; layer 2 measurements".
[30]	3GPP TS 38.313: "Self-Organizing Networks (SON) for 5G networks".
[31]	3GPP TS 38.415: "NG-RAN; PDU session user plane protocol".
[32]	3GPP TS 38.321: "NR MAC protocol specification".
[33]	3GPP TS 38.214: "NR; Physical layer procedures for data".
[34]	3GPP TS 38.215: "NR; Physical layer measurements".
[35]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[36]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[37]	3GPP TS 38.304: "NR; User Equipment (UE) procedures in Idle mode and RRC Inactive state".
[38]	3GPP TS 28.530: "Management and orchestration; Concepts, use cases and requirements".
[39]	3GPP TS 29.507: "5G System; Access and Mobility Policy Control Service; Stage 3".
[40]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[41]	3GPP TS 29.531: "5G System; Network Slice Selection Services".
[42]	3GPP TS 29.281: "General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)".
[43]	3GPP TS 29.540: "5G System; SMS Services; Stage 3".
[44]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[45]	3GPP TS 29.541: "5G System; Network Exposure FunctionServices for Non-IP Data Delivery (NIDD); Stage 3".
[46]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[47]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[48]	3GPP TS 29.554: "5G System; Background Data Transfer Policy Control Service; Stage 3".
[49]	3GPP TS 38.300: "NR and NG-RAN Overall description; Stage-2".
[50]	3GPP TS 28.538: "Management and orchestration; Edge Computing Management".
[51]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[52]	3GPP TS 23.558: "Architecture for enabling Edge Applications".
[53]	3GPP TS 23.273: "5G System (5GS); Location Services (LCS); Stage 2".
[54]	3GPP TS 29.572: "5G System (5GS); Location Management Services; Stage 3".
[55]	Void
[56]	3GPP TS 38.425: "NG-RAN; NR User plane protocol".
[57]	3GPP TS 36.425: "(E-UTRAN); X2 interface user plane protocol".
[58]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[59]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[60]	3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".
[X]	3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)".





	Second change


[bookmark: _Toc20132210][bookmark: _Toc27473245][bookmark: _Toc35955899][bookmark: _Toc44491863][bookmark: _Toc51689790][bookmark: _Toc51750464][bookmark: _Toc51774724][bookmark: _Toc51775338][bookmark: _Toc51775954][bookmark: _Toc58515337][bookmark: _Toc138753276]
[bookmark: _Toc145948919]5.1.3.10	Packet measurements
[bookmark: _Toc145948920]5.1.3.10.1	Total number of UL PDCP SDU Packets	
a) This measurement provides the total number of PDCP SDU packets which are expected received at gNB-CU-UP. Only user-plane traffic (DTCH) and only PDCP SDUs that have entered PDCP (and given a PDCP sequence number) are considered. The measurement is optionally split into subcounters per QoS level (mapped 5QI or QCI in NR option 3), and subcounters per supported S-NSSAI.
b)	CC.
c)	This measurement is obtained as: Total number of UL PDCP sequence numbers (also including missing sequence numbers) of a bearer, starting from the sequence number of the first packet delivered by UE PDCP to gNB-CU-UP until the sequence number of the last packet. If transmission of a packet might continue in another cell, it shall not be included in this count. Separate counters are optionally maintained for mapped 5QI (or QCI for NR option 3) and per supported S-NSSAI.
d)	Each measurement is an integer value. If the optional QoS and S-NSSAI level measurements are performed, the measurements are equal to the number of mapped 5QIs and the number of supported S-NSSAIs.  
e)	The measurement name has the form DRB.TotalPdcpPacketUl and optionally DRB.TotalPdcpPacketUl.QOS where QOS identifies the target quality of service class, and DRB. TotalPdcpPacketUl.SNSSAI where SNSSAI identifies the S-NSSAI.
f)	GNBCUUPFunction.
       NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i)	One usage of this measurement is for performance assurance within integrity area (user plane connection quality). NRCellCU measurement applies only for 2-split deployment. 


5.1.3.X	Cell service status measurements
5.1.3.X.1	Total cell outage duration
a)	This measurement provides the total time duration for which a cell in a gNB remains out of service. The gNB-DU reports the Service Status of the Active cells to the gNB-CU. If the Service Status value is “Out-Of-Service” it means the active cell is not operational, and it is not able to serve UEs. The active cells are considered as Out-of-Service until the gNB-DU reports the Service Status as In-Service to the gNB-CU. The gNB-DU reports the Service Status to gNB-CU using the GNB DU CONFIGURATION UPDATE message
b)	CC.
c)	This measurement is obtained in two steps. First step involves determining the time interval between the time stamps Tout and Tin. Where Tout is the time stamp when Service Status is reported as “Out-Of-Service” by gNB-DU to gNB-CU for a cell and Tin is the time stamp when the Service Status is reported as “In-Service” for the same cell by gNB-DU to gNB-CU in the GNB DU CONFIGURATION UPDATE messages. Second step involves summing up all these time intervals of a cell which fall within the desired observation time frame Tobv. This gives total outage duration of a cell within the observation time frame Tobv. Where, Tobv is monitorGranularityPeriod  as defined in TS 28.622[X] clause 4.3.16. 
d)	Each measurement is an integer value. It represents the number of seconds for which the cell was Out-Of-Service
e)	SO.CellOOSTimeTotal.NCGI, where NCGI is NR Cell Global Identifier as defined in TS 28.541[26]. The number of measurements is equal to the number of NCGIs (cells).
f)	GNBCUCPFunction.
g)	Valid for packet switching.
h)	5GS.

5.1.3.X.2	Average cell outage duration
a)	This measurement provides the average time duration of an outage i.e. average time for which a cell in a gNB-DU remains out of service per outage. The gNB-DU reports the Service Status of the Active cells to the gNB-CU. If the Service Status value is “Out-Of-Service” it means the active cell is not operational, and it is not able to serve UEs. The active cells are considered as Out-of-Service until the gNB-DU reports the Service Status as In-Service to the gNB-CU. The gNB-DU reports the Service Status to gNB-CU using the GNB DU CONFIGURATION UPDATE message.
b)	CC.
c)	This measurement is obtained by dividing the measurement SO.CellOOSTimeTotal.NCGI (clause 7.X.1.3.1) with Noutage where Noutage  is the number of occurrences of outage for that cell within the desired observation time frame Tobv where, Tobv is monitorGranularityPeriod  as defined in clause 4.3.16 of TS 28.622[X].This gives an average duration per outage of a cell.
d)	Each measurement is an integer value representing the average number of seconds for which the cell was Out-Of-Service per outage occurrence.
e)	SO.CellOOSTimeAverage.NCGI, where NCGI is NR Cell Global Identifier as defined in TS 28.541[26]. The number of measurements is equal to the number of NCGIs (cells).
f)	GNBCUCPFunction.
g)	Valid for packet switching.
h)	5GS.

5.1.3.X.3	Total cell In-Service duration
a)	This measurement provides the total time duration for which an active cell in a gNB-DU remains In-Service. The gNB-DU reports the Service Status of the Active cells to the gNB-CU. If the Service Status value is “In-Service” it means the active cell is operational, and it is able to serve UEs. The active cells are considered as In-Service until the gNB-DU reports the Service Status as “Out-Of-Service” to the gNB-CU. The gNB-DU reports the Service Status to gNB-CU using the GNB DU CONFIGURATION UPDATE messages.
b)	CC.
c)	This measurement is obtained in two steps. First step involves determining the time interval between the time stamps Tin and Tout. Where Tin is the time stamp when the Service Status is reported as “In-Service” for a cell by gNB-DU to gNB-CU and Tout is the time stamp when Service Status is reported as “Out-Of-Service” by gNB-DU to gNB-CU for the same cell in the GNB DU CONFIGURATION UPDATE messages. Second step involves summing up all these time intervals of a cell which fall within the desired observation time frame Tobv. This gives total in-service duration of a cell within the observation time frame Tobv. Where, Tobv is monitorGranularityPeriod  as defined in TS 28.622[X] clause 4.3.16.
d)	Each measurement is an integer value representing the number of minutes for which the cell was in-Service.
e)	SO.CellInServiceTotal.NCGI, where NCGI is NR Cell Global Identifier as defined in TS 28.541[26]. The number of measurements is equal to the number of NCGIs (cells).
f)	GNBCUCPFunction.
g)	Valid for packet switching.
h)	5GS.
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