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	First change


[bookmark: _Toc138245692][bookmark: _Toc533611318]5.1.2	Requirements 
The following are high-level charging requirements specific to the 5G connection and mobility charging:
-	The AMF shall support converged online and offline charging using service based interface.
-	The AMF shall collect charging information per UE registration to the 5GS.  
-	The AMF shall collect charging information per UE N2 connection between the 5G-AN and the AMF.
-	The AMF shall collect charging information per UE location reporting.
-	The AMF shall collect charging information including CAG Identifier(s) per UE registration to the 5GS.
-	In roaming scenario, the AMF shall collect charging information per in-bound roamer UE registration in 5GS, for both V-PLMN and Home PLMN.
	Next change


5.2.2.2.a	Registration for PNI-NPN – PEC charging
Registration procedures for PNI-NPN are specified in TS 23.502 [202] clause 4.2.2.2. 
The steps of registration in 5GS for PNI-NPN in PEC charging are the same as those in figure 5.2.2.2.2.1. The "CAG Identifier(s)" indication is included in 21ch-a to 21ch-c in addition.
5.2.2.2.b	Registration for PNI-NPN – IEC
The steps of registration in 5GS for PNI-NPN in IEC charging are the same as those in figure 5.2.2.2.3.1. The "CAG Identifier(s)" indication is included in 16ch-a to 16ch-c in addition.
5.2.2.2.c	Registration for PNI-NPN – ECUR
The steps of registration in 5GS for PNI-NPN in ECUR charging are the same as those in figure 5.2.2.2.4.1. The "CAG Identifier(s)" indication is included in 16ch-a to 16ch-c and 21ch-a to 21ch-c in addition.
5.2.2.2.d	Deregistration for PNI-NPN – PEC charging
Deregistration procedures for PNI-NPN are specified in TS 23.502 [202] clause 4.2.2.3. 
-	The steps of UE-initiated Deregistration are the same as those in figure 5.2.2.2.8.1. The "CAG Identifier(s)" indication is included in 1ch-a to 1ch-c in addition.
-	The steps of Network-initiated Deregistration are the same as those in figure 5.2.2.2.8.2. The "CAG Identifier(s)" indication is included in 2ch-a to 2ch-c in addition.
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