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[bookmark: _Toc27479732][bookmark: _Toc36025244][bookmark: _Toc44516332][bookmark: _Toc45272651][bookmark: _Toc51754646][bookmark: _Toc145943880]4.3.21	HeartbeatControl
[bookmark: _Toc27479733][bookmark: _Toc36025245][bookmark: _Toc44516333][bookmark: _Toc45272652][bookmark: _Toc51754647][bookmark: _Toc145943881]4.3.21.1	Definition
MnS consumers (i.e. notification recipients) use heartbeat notifications to monitor the communication channels between themselves and MnS producers configured to emit notifications. 
A HeartbeatControl instance allows controlling the emission of heartbeat notifications by MnS producers. The recipients of heartbeat notifications are specified by the notificationRecipientAddress attribute of the NtfSubscriptionControl instance name containing the HeartbeatControl instance.
Note that the MnS consumer managing the HeartbeatControl instance and the MnS consumer receiving the heartbeat notifications may not be the same.
As a pre-condition for the emission of heartbeat notifications, a HeartbeatControl instance needs to be created. Creation of an instance with an initial non-zero value of the heartbeatNtfPeriod attribute triggers an immediate heartbeat notification emission. Creation of an instance with an initial zero value of the heartbeatPeriod attribute does not trigger an emission of a heartbeat notification. Deletion of an instance does not trigger an emission of a heartbeat notification.
Once the instance is created, heartbeat notifications are emitted with a periodicity defined by the value of the heartbeatNtfPeriod attribute. No heartbeat notifications are emitted if the value is equal to zero. Setting a zero value to a non zero value, or a non zero value to a different non zero value, triggers an immediate heartbeat notification, that is the base for the new heartbeat period. Setting a non zero value to a zero value stops emitting heartbeats immediately; no final heartbeat notification is sent.
The attribute triggerHeartbeatNtf allows MnS consumers to trigger the emission of an immediate additional heartbeat notification. The emission of heartbeat notifications according to the heartbeat period is not impacted by this additional notification.
Creation and deletion of HeartbeatControl instances by MnS Consumers is optional; when not supported, the HeartbeatControl instances may be created and deleted by the system or be pre-installed.  A single HeartbeatControl instance may emit heartbeats for multiple MnS, identified by MNSAgent in the notification.
The emission of heartbeat notifications is fully controlled by HeartbeatControl instances. Subscription for heartbeat notifications is not supported by NtfSubscriptionControl. 

[bookmark: _Toc27479734][bookmark: _Toc36025246][bookmark: _Toc44516334][bookmark: _Toc45272653][bookmark: _Toc51754648][bookmark: _Toc145943882]4.3.21.2	Attributes 
The HeartbeatControl IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute Name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	heartbeatNtfPeriod
	M
	T
	T
	F
	T

	triggerHeartbeatNtf
	M
	F
	T
	F
	F



[bookmark: _Toc27479735][bookmark: _Toc36025247][bookmark: _Toc44516335][bookmark: _Toc45272654][bookmark: _Toc51754649][bookmark: _Toc145943883]4.3.21.3	Attribute constraints
None.
[bookmark: _Toc27479736][bookmark: _Toc36025248][bookmark: _Toc44516336][bookmark: _Toc45272655][bookmark: _Toc51754650][bookmark: _Toc145943884]4.3.21.4	Notifications
The common notifications defined in clause 4.5 are valid for this IOC. In addition, the following set of notifications is also valid.
	Name
	S
	Notes

	notifyHeartbeat
	M
	--





