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First change
[bookmark: _Toc20141986][bookmark: _Toc58578586][bookmark: _Toc35961014][bookmark: _Toc51752253][bookmark: _Toc138162115][bookmark: _Toc27476477][bookmark: _Toc44494674][bookmark: _Toc45099082][bookmark: _Toc51751895]6.3.1.2	Integrated downlink delay in RAN

[bookmark: _Toc45099083][bookmark: _Toc51752254][bookmark: _Toc138162116][bookmark: _Toc51751896][bookmark: _Toc44494675][bookmark: _Toc58578587]6.3.1.2.1	Downlink delay in NG-RAN for a sub-network
a)	DLDelay_NR_SNw. 
b)	This KPI describes the average packet transmission delay through the RAN part to the UE. It is used to evaluate delay performance of NG-RAN in downlink for a sub-network. It is the weighted average packets delay from reception of IP packet in gNB-CU-UP until the last part of an RLC SDU packet was received by the UE according to received HARQ feedback information for UM mode or until the last part of an RLC SDU packet was received by the UE according to received RLC ACK for AM mode. It is a time interval (0.1 ms). The KPI type is MEAN. This KPI can optionally be split into KPIs per QoS level (mapped 5QI or QCI in NR option 3) and per S-NSSAI.
c)	Below are the equations for average “Integrated downlink delay in RAN” for this KPI on SubNetwork level. The “Integrated downlink delay in RAN” is the sum of average DL delay in gNB-CU-UP of the sub-network (DLDelay_gNBCUUP_SNw) and the average DL delay in gNB-DU of the sub-network (DLDelay_gNBDU_SNw):
DLDelay_NR_SNw = DLDelay_gNBCUUP_SNw + DLDelay_gNBDU_SNw 
or optionally DLDelay_ NR_SNw.QOS = DLDelay_gNBCUUP_SNw.QOS + DLDelay_gNBDU_SNw.QOS where QOS identifies the target quality of service class. 
or optionally DLDelay_NR_SNw.SNSSAI = DLDelay_gNBCUUP_SNw.SNSSAI + DLDelay_gNBDU_SNw.SNSSAI where SNSSAI identifies the S-NSSAI.
d)	SubNetwork
Note：for MEO and GEO satellite links, when HARQ feedback is disabled, this KPI is not available for UM mode.
[bookmark: _Toc45099084][bookmark: _Toc51752255][bookmark: _Toc58578588][bookmark: _Toc51751897][bookmark: _Toc138162117][bookmark: _Toc44494676]6.3.1.2.2	Downlink delay in NG-RAN for a network slice subnet
a)	DLDelay_NR_Nss. 
b)	This KPI describes the average packet transmission delay through the RAN part to the UE. It is used to evaluate delay performance of NG-RAN in downlink for a network slice subnet. It is the weighted average packets delay from reception of IP packet in gNB-CU-UP until the last part of an RLC SDU packet was received by the UE according to received HARQ feedback information for UM mode or until the last part of an RLC SDU packet was received by the UE according to received RLC ACK for AM mode. It is a time interval (0.1 ms). The KPI type is MEAN. 
c)	Below is the equation for average "Integrated downlink delay in RAN" for this KPI on NetworkSliceSubnet level. The "Integrated downlink delay in RAN" for network slice subnet is the sum of average DL delay in gNB-CU-UP of the network slice subnet (DLDelay_gNBCUUP_Nss) and the average DL delay in gNB-DU of the network slice subnet (DLDelay_gNBDU_Nss):
DLDelay_NR_Nss.SNSSAI = DLDelay_gNBCUUP_Nss.SNSSAI + DLDelay_gNBDU_Nss.SNSSAI where SNSSAI identifies the S-NSSAI that the network slice subnet supports.
d)	NetworkSliceSubnet
Note：for MEO and GEO satellite links, when HARQ feedback is disabled, this KPI is not available for UM mode.


[bookmark: _Toc58578589][bookmark: _Toc51752256][bookmark: _Toc138162118][bookmark: _Toc45099085][bookmark: _Toc51751898]Second change

6.3.1.3	Downlink delay in gNB-DU
[bookmark: _Toc58578590][bookmark: _Toc45099086][bookmark: _Toc138162119][bookmark: _Toc51752257][bookmark: _Toc51751899]6.3.1.3.1	Downlink delay in gNB-DU for a NRCellDU
a)	DLDelay_gNBDU_Cell. 
b)	This KPI describes the average packet transmission delay through the gNB-DU part to the UE. It is used to evaluate delay performance of gNB-DU in downlink. It is the average packets delay time from arrival of an RLC SDU at the RLC ingress F1-U termination until the last part of an RLC SDU packet was received by the UE according to received HARQ feedback information for UM mode or until the last part of an RLC SDU packet was received by the UE according to received RLC ACK for AM mode. It is a Time interval (0.1 ms). The KPI type is MEAN. This KPI can optionally be split into KPIs per QoS level (mapped 5QI or QCI in NR option 3) and per S-NSSAI.
c)	Below is the equation for average DL delay in gNB-DU for a NRCellDU:
DLDelay_gNBDU_Cell = DRB.RlcSduDelayDl + DRB.AirIfDelayDl. 
and optionally: DLDelay_gNBDU.QOS = DRB.RlcSduDelayDl.QOS + DRB.AirIfDelayDl.QOS where QOS identifies the target quality of service class. 
and optionally: DLDelay_gNB.SNSSAI = DRB.RlcSduDelayDl.SNSSAI + DRB.AirIfDelayDl.SNSSAI where SNSSAI identifies the S-NSSAI
d)	NRCellDU
Note：for MEO and GEO satellite links, when HARQ feedback is disabled, this KPI is not available for UM mode.

[bookmark: _Toc51752258][bookmark: _Toc58578591][bookmark: _Toc138162120][bookmark: _Toc51751900][bookmark: _Toc45099087]6.3.1.3.2	Downlink delay in gNB-DU for a sub-network
a)	DLDelay_gNBDU_SNw. 
b)	This KPI describes the average packet transmission delay through the gNB-DU part to the UE. It is used to evaluate delay performance of gNB-DU in downlink for a sub-network. It is the weighted average packets delay time from arrival of an RLC SDU at the RLC ingress F1-U termination until the last part of an RLC SDU packet was received by the UE according to received HARQ feedback information for UM mode or until the last part of an RLC SDU packet was received by the UE according to received RLC ACK for AM mode. It is a Time interval (0.1 ms). The KPI type is MEAN. This KPI can optionally be split into KPIs per QoS level (mapped 5QI or QCI in NR option 3) and per S-NSSAI.
c)	Below is the equation for average DL delay in gNB-DU for a sub-network, where
-	W is the measurement for the weighted average, one of the following:
-	the DL data volume of the NR cell;
-	the number of UL user data packets of the NR cell;
-	any other types of weight defined by the consumer of KPI
-	the #NRCellDU is the number of NRCellDU’s in the SubNetwork.
 
and optionally KPI on SubNetwork level per QoS and per S-NSSAI:
 
 
d)	SubNetwork
Note：for MEO and GEO satellite links, when HARQ feedback is disabled, this KPI is not available for UM mode.
[bookmark: _Toc51751901][bookmark: _Toc51752259][bookmark: _Toc45099088][bookmark: _Toc58578592][bookmark: _Toc138162121]6.3.1.3.3	Downlink delay in gNB-DU for a network slice subnet
a)	DLDelay_gNBDU_Nss. 
b)	This KPI describes the average packet transmission delay through the gNB-DU part to the UE. It is used to evaluate delay performance of gNB-DU in downlink for a network slice subnet. It is the weighted average packets delay time from arrival of an RLC SDU at the RLC ingress F1-U termination until the last part of an RLC SDU packet was received by the UE according to received HARQ feedback information for UM mode or until the last part of an RLC SDU packet was received by the UE according to received RLC ACK for AM mode. It is a Time interval (0.1 ms). The KPI type is MEAN. 
c)	Below is the equation for average DL delay in gNB-DU for a network slice subnet, where
-	W is the measurement for the weighted average, one of the following:
-	the DL data volume of the NR cell;
-	the number of DL user data packets of the NR cell;
-	any other types of weight requested by the consumer of KPI;
-	the #NRCellDU is the number of NRCellDU’s associated with the NetworkSliceSubnet.
 
d)	NetworkSliceSubnet
Note：for MEO and GEO satellite links, when HARQ feedback is disabled, this KPI is not available for UM mode.
End of change
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