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1
Decision/action requested

Include the proposed changes in TR 28.840.
2
References

[1]

3GPP TR 28.840: " Study on CHF Segmentation"

3
Rationale

Updating the solutions.

4
Detailed proposal

	First change


5.1.4
Possible Solutions
5.1.4.X
 CHF Selection by using CHF Default Instance Solution
A possible solution for key issue #1.1 covers the requirement REQ-CH_ SELCHF_LO -01.
The solution proposed is following what is described in detail in NF Service Consumers Selection and Discovery Solution based on UDM (clause 5.1.4.X). The following points differentiate the solution from the one described there. The goal is to avoid using NRF Lookup for Selection and intiate the CHF Selection and Discovery from the NF Service Consumer to the CHF.

Therefore, it’s proposed to to have ChfSubsriptionData maintained at UDM which enables the current services of UDM and UDR to fetch the ChfSubscriptionData which would consists of the CHF Group ID. It’s proposed that a CHF Iinstance is used by default once Nchf service is called, avoiding CHF discovery and selection oprations with NRF.
This is new in 3GPP TS 29.503 [6] (Unified Data Management Services; Stage 3) and 3GPP TS 29.505 [7] (Usage of the Unified Data Repository services for Subscription Data; Stage 3)

This ChfSubscriptionData can be for a group or per individual UE, in the same way other SubscriptionData are maintained in the UDM / UDR.

	Attribute name
	Data type
	P
	Cardinality
	Description

	ChfGroupID
	NfGroupId
	C
	0..1
	CHF instances that belong to the CHF Group Id that would serve the specific UE or a group of UEs defined by the group


Table 5.1.4.X-1: Definition of type ChfSubscriptionData
Next, Nudr interface shall be extended (3GPP TS 29.505 [7]) to the CHF, and CHF shall be able to fetch the ChfSubscriptoinData for each one of the UE’s. Aditionally, Nchf interface shall be extended, in 3GPP TS 32.290 [3], to acoomodate a default CHF instance that is used in the first step once called by a NF Consumer (e.g. SMF).
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1.
The NF Service Consumer shall invoke the Nchf Service API towards the selected CHF instance Id.

1a. The NF Service Producer (CHF) shall query UDM / UDR requesting the ChfSubsrciptionData for the corresponding SUPI.

1b. UDM / UDR shall provide the CHF Group ID along as part of the ChfSubscriptionData.

1c. CHF shall verify if it is the defined instance, as part of CCS, to handle the request for that particular SUPI.

1d. If the CHF identifies that it is the defined instance, as part of CCS, to handle the request, than it shall process the request as is currently and respond to the NF Service Consumer.

1e. If the CHF identifies that the CHF Group ID of self and the SUPI are different, it shall respond to the the NF Service Consumer with an error code 307 including the CHF Group ID of the SUPI as part of the header.

2.
NF Service Consumer based on the discovery result in step 2 and also the CHF Group ID received in step 3b, shall carry out the reselection of CHF.

3.
NF Service Consumer shall accordingly invoke the Nchf Service API towards the CHF selected as part of the reselection logic.  NF Service Consumer shall then use the selected CHF for the forthcoming requests.
Table 5.1.4.X-2: Extend to Charging Data Request Message (3GPP TS 32.255 [4] – Table 6.1.1.2.1)
	Information Element
	Category for converged charging
	Category for offline only charging
	Description

	CHF Group
	OC
	-
	CHF instances that belong to the CHF Group Id that would serve the specific UE or a group of UEs defined by the group 


Editor’s Note: Trigger and CHF Group Priority Information Elements availability is for FFS 

This solution would bring the following advantages for CHF Selection:

· Enable the possibility for CHF Selection and Discovery by NF Consumers like SMF, AMF, SMSF and PCF
· CHF Selection Time is reduced by enabling the selection to be done directly between the NF Service Consumer and the CHF.
	End of changes


