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	In order to support charging of MBS session, CHF selection mechanism for MB-SMF should be added.
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	Add CHF selection mechanism for MB-SMF.
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The CHF selection by the SMF is done at the PDU session establishment, this selection shall be based on the following and with this priority order (highest to lowest): 
-	CHF address(es) with possible associated CHF instance ID(s) and/or CHF set ID(s) provided by the PCF for the PDU session.
-	UDM provided charging characteristics.
-	NRF based discovery.
-	SMF locally provisioned charging characteristics.
This means that if there are PCF provided CHF address(es) with possible associated CHF instance ID(s) and/or CHF set ID(s) these shall be used, otherwise if the UDM provides charging characteristics these shall be used. If neither of these results in CHF address(es) the NRF can be used to discover CHF instance(s) possibly within a CHF set, and as a last resource the SMF locally provisioned charging characteristics shall be used.
When NRF is used for the CHF selection, and the PDU session charging method indicates "offline only" for the PDU session, CHF instance(s) supporting CHF "offline only" service instances may be selected.
The CHF Address(es) selection by the MB-SMF is done at the MBS session creation based on the following options:
-	CHF address(es) with possible associated CHF instance ID(s) and/or CHF set ID(s) provided by the PCF for the MBS session.
-	NRF based discovery.
-	MB-SMF locally provisioned.
The priority order between these options depends on Operator's policies. 
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