	
3GPP TSG-SA5 Meeting #151 	S5-236383
Xiamen, China, 9th Oct 2023 - 13th Oct 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	32.260
	CR
	0432
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Rel-18 CR TS 32.260 IMS data channel duration-based charging termination process

	
	

	Source to WG:
	Nokia. Nokia Shanghai Bell

	Source to TSG:
	S5

	
	

	Work item code:
	IDC_CH
	
	Date:
	2023-09-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Enhance the details on how the IMS Data Channel can be terminated and clarify the condition for keeping the IMS data channel ongoing.

	
	

	Summary of change:
	IMS Data Channel availability sentence, and termination condition is now available.

	
	

	Consequences if not approved:
	The sentence would mean that there is no difference on how IMS Data channel is terminated, and no information on how the IMS Data channel is kept.

	
	

	Clauses affected:
	5.1.15

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	











	First Change



[bookmark: _Toc145604752]5.1.15	Charging support of duration-based charging for IMS data channel duration-based charging support
The basic procedures related to IMS data channel are specified in TS 23.228 [201]. UE can establish data channel(s) simultaneously while establishing an IMS audio/video session or upgrade an ongoing IMS audio/video session through a re-INVITE to add IMS data channel(s). The IMS data channel is kept as long as there is an ongoing IMS audio/video session. The data channel can beis either terminated along with the release of the call or beor is terminated separatelyby closing the data channel. The charging principle of this senario is same as duration-based charging for IMS audio/video session. The information of each DC stream is available in SDP which can be used for IMS data channel charging.
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