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1
Discussion
The group is asked to discuss and agree on the proposal.
In last SA2#158 meeting, contributors proposed CR to replace the “UE based” with “Network-assisted” to avoid confusion, clarifying that when 5GC is not involved for Sidelink Positioning, there may be UE-only operation for Sidelink Positioning. Therefore, it is proposed to align with SA2 on the terms and replace the “UE based” with “Network-assisted”.
2
References
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3GPP TR 28.845: "Study on Charging Aspects of Ranging and Sidelink Positioning".
3
Rationale

This pCR proposes to align with SA2 on the “UE based” and to replace the “UE based” with “Network-assisted”. 

4
Detailed proposal

Propose to incorporate the following change into the TR 28.845 [1].
	1st  change


5.2.1
General description and assumptions

As defined in TS 23.586 [3], the feature of UE positioning assisted by Sidelink Positioning and involving 5GC is introduced to estimate the location of a Tagert UE with the assistance of the network by using the location of one or more Located UEs and the distance and/or direction between the Target UE and Located UE(s).

There can be network based Sidelink Positioning and network-assisted Sidelink Positioning. Each has two cases:

-
When the Target UE can establish a NAS signalling connection; or

-
When the Target UE cannot establish a NAS signalling connection.

	2nd  change


5.2.2
Potential charging requirements

The following are potential high-level charging requirements for UE positioning assisted by Sidelink Positioning and involving 5GC:
REQ-CH_RANGING_SL_5GS_UEP-01: The 5GS should support converged charging and charging information reporting for UE positioning assisted by Sidelink Positioning and involving 5GC, including the cases:

-
Network based SL positioning for UE with NAS connection;
-
Network based SL positioning for UE without NAS connection;

-
Network-assisted SL positioning for UE with NAS connection;

-
Network-assisted SL positioning for UE without NAS connection.
REQ-CH_RANGING_SL_5GS_UEP-02: The 5GS should support identifying chargeable events and charging information for UE positioning assisted by Sidelink Positioning and involving 5GC considering the four cases above.

REQ-CH_RANGING_SL_5GS_UEP-03: The 5GS should support collecting the charging information related to UE positioning assisted by Sidelink Positioning and involving 5GC.

	End of changes


