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1	Decision/action requested
For approval.
2	References
[1]	S5-235989 Rel-18 draftCR 28.538
3	Rationale
It provides the procedure for federated EAS LCM.
4	Detailed proposal
The following changes are proposed to [1].
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[bookmark: _Toc96612079][bookmark: _Toc96936203][bookmark: _Toc96936461][bookmark: _Toc146025899]7.x	Federation management
[bookmark: _Toc96612080][bookmark: _Toc96936204][bookmark: _Toc96936462][bookmark: _Toc146025900]7.x.1	Description
The clause contains procedures associated with federation management.
[bookmark: _Toc96612081][bookmark: _Toc96936205][bookmark: _Toc96936463][bookmark: _Toc146025901]7.x.2	Federated EAS Deployment
Figure 7.x.2.1-1 depicts a procedure that describes how a EAS is deployed on the partner operator.

 
Figure 7.x.2.1-1: Federated EAS Deployment
1. Federation establishment procedures are done between LO and PO
2. ASP send createMOI operation for EASRequirements IOC to LO as defined in 3GPP TS28.538
3. The LO send a response
4. After receiving the EAS deployment request form the ASP, the LO will check if it can deploy the EAS at one of its own EDN. If not, LO will select a PO and the EDN based on the received federation and EDN and reservation information.
5. The LO will send an existing createMOI operation for EASRequirements IOC. The Requirements IOC will contain federation identifier, EDN identifier and the reservation identifier. 
6. The PO will send a response
7. EAS deployment procedure as defined in 3GPP TS 28.538 will be followed.
8. The notifications for a successful or un-successful EAS deployment will be send to ASP.
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