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	Reason for change:
	Operators can use the information related to usage of ML models deployed in the NWDAF for the management of NWDAF.  Therefore, it is necessary to introduce these measurements in TS 28.552.

	
	

	Summary of change:
	Add measurements related to usage of ML models in NWDAF.

	
	

	Consequences if not approved:
	The measurements related to usage of ML models in NWDAF cannot be identified efficiently. 
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Start of First change
[bookmark: _Toc138754160][bookmark: MCCQCTEMPBM_00000157]5.18.X	NWDAF ML Model related measurements
[bookmark: _Toc138754161][bookmark: _Hlk146701867]5.18.X.X	Usage of ML models in NWDAF	
5.18.X.X.1	Distribution of ML models usage deployed in NWDAF
a)	This measurement provides the distribution of usage of ML models deployed in NWDAF to generate and provide analytics for a specific time interval
b)	CC
c)	This measurement is obtained by the following method:
- for each deployed ML model its usage is determined for a specific time interval;
- the bin with the range corresponding to the deployed ML model usage is selected;
- the value of the counter for the selected bin is incremented by 1
E.g., for a deployed ML model that was used 25 times to generate and provide analytics between time t and t-60 minutes, the counter corresponding to the bin "15-30" is incremented by one
d)	Each measurement is an integer representing the count of deployed ML model usage within the range of the bin
e)	The measurement name has the form DANS.MLModelUsageCount.Bin where Bin indicates the size range which is vendor specific
f)	NWDAFFunction
g)	Valid for packet switching
h)	5GS
5.18.X.X.2		Mean usage of ML models deployed in NWDAF
a)	This measurement provides the mean usage of ML models deployed in NWDAF to generate and provide analytics for a specific time interval
b)	SI
c)	This measurement is obtained by inspecting the usage of deployed ML models in NWDAF and then taking their arithmetic mean
d)	A single integer value
e)	The measurement name has the form DANS. MLModelsUsageMean
f)	NWDAFFunction
g)	Valid for packet switching
h)	5GS
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