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[bookmark: _Toc19715557][bookmark: _Toc51326755][bookmark: _Toc51326872][bookmark: _Toc145687735]7.12	Procedure of NF instance deletion
This procedure describes how to delete NF instance for the 3GPP VNF which may be VM-based VNF or containerized VNF, but not including PNF.
The Figure 7.12-1 illustrates the procedure of deleting NF instance.
[image: ]
[bookmark: _CRFigure7_121]Figure 7.12-1: Network Function Instance Deletion procedure
1)	Network Function Management Service Provider (NFMS_P) receives deletetMOI from Network Function Management Service Consumer (NFMS_C) with DN of ManagedFunction MOI.
2)	If the ManagedFunction instance contains virtualized part, NFMS_P invokes VNF instance termination procedure. For the interaction with ETSI NFV MANO, the procedure is with ETSI NFV MANO as described in clause 7.2.7 (Terminate VNF operation) and clause 7.2.8 (Delete VNF Identifier operation) in ETSI GS NFV-IFA008 [15] or clause 7.3.5 (Update NS operation) in ETSI GS NFV-IFA013 [3].
3)	NFMS_P deletes the ManagedFunction MOI.
4)	NFMS_P sends the response (see deleteMOI operation defined in TS 28.532 [8]) to NFMS_C.
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