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1	Decision/action requested
Agree the updated skeleton of TS 32.282.
2	References
[bookmark: _Hlk146620365][1] 		3GPP TS 32.282: "Charging management; Time-Sensitive Networking (TSN) charging".
3	Rationale
This contribution proposes updated skeleton of TS 32.282.
[bookmark: _GoBack]4	Detailed proposal
[bookmark: _Hlk146620346]Propose to incorporate the following change into the TS 32.282 [1].
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[bookmark: _Hlk146620508]4	Architecture considerations
[bookmark: _Toc50550873][bookmark: _Toc58407617][bookmark: _Toc50542217]4.1	High-level time sensitive networking architecture
4.2	Time sensitive networking converged charging architecture


5	Time sensitive networking charging principles and scenarios
5.1	Time sensitive networking charging principles
[bookmark: _Toc50556885][bookmark: _Toc50646040]5.1.1	General
5.1.2	Requirements
5.1.3	TSN charging information
5.1.4	CHF selection
5.2	Time sensitive networking charging scenarios
[bookmark: _Toc50556890][bookmark: _Toc50646045]5.2.1	Basic principles
[bookmark: _Toc50556893][bookmark: _Toc50646048]5.2.2	Message flows
[bookmark: _Toc50556898][bookmark: _Toc50646053]5.2.3	CDR generation
[bookmark: _Toc50556903][bookmark: _Toc50646058]5.2.4	Ga record transfer flows
[bookmark: _Toc50556904][bookmark: _Toc50646059]5.2.5	Btsn CDR file transfer
6	Definition of charging information
6.1	Data description for time sensitive networking charging
6.2	Time sensitive networking charging specific parameters
6.3	Binding for time sensitive networking converged charging
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