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	Reason for change:
	The MnS producer has capability to update the intent handling capabilities for some of intent handling functions, the MnS consumer needs to subscribe the change information of intent handling functions from MnS producer. The MnS producer should inform the change information of intent handling functions  while the intent handling capabilities of intent handling function have been updated for the MnS consumer select more appropriate intent hadling function to express its intent.

	
	

	Summary of change:
	Addin one case that when the intent handling capabilities are changed, the MnS producer needs to inform MnS consumer the change information of intent handing function.

	
	

	Consequences if not approved:
	When the intent handling capabilites are changed, the MnS consumer may not select more suitable intent handling function to express its intent.
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[bookmark: _Toc146529348]5.3.1	Intent handling capability obtaining
[bookmark: _Toc146529349]5.3.1.1	Introduction
Clause 4.2.2 described that an Intent-driven MnS producer has the following capabilities: fulfil the received intent and report the result/information about the intent fulfilment, and clause 6.2.2 defined different scenario specific intent expectations with different expectation objects and expectation targets to support different use cases. In a network, multiple intent handling functions may be deployed to support different kinds of intents. Different intent handling functions may be deployed to support different intent expectation object domains, e.g. intent handling function A is deployed to handle the radio network related intents, intent handling function B is deployed to handle the 5GC network related intents, while intent handling function C is deployed to handle the service related intents. Or different intent handling functions are deployed to support different areas of the same intent expectation object domain, e.g. intent handling function D is deployed to support to handle the intent for radio network in Area#1, while intent handling function E is deployed to support to handle the intent for radio network in Area#2.
Before MnS consumer expresses the intent expectation targets and expectation objects to MnS producer, MnS consumer may want to know what expectation targets and expectation objects can be supported by MnS producer. Based on such supported expectation targets information and expectation objects information, the MnS consumer may use such information to select the proper intent handling function to express the intent.
In case the MnS producer updates the intent handling capabilities for one or more intent handling functions, the MnS producer may inform these updates to the MnS consumer. 
[bookmark: _Toc146529350]5.3.1.2	Requirements
REQ-IHCO-CON-1 The intent driven MnS shall have capabilities enabling an MnS consumer to obtain intent handling capabilities of each intent handling function from the MnS producer.
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