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	1st Change


[bookmark: _Toc105573027][bookmark: _Toc122351749][bookmark: MCCQCTEMPBM_00000067]9.3.2	MDARequest
[bookmark: _Toc105573028][bookmark: _Toc122351750]9.3.2.1	Definition
[bookmark: MCCQCTEMPBM_00000068]The IOC MDARequest represents the MDA output request created by an MnS consumer.
[bookmark: MCCQCTEMPBM_00000069][bookmark: MCCQCTEMPBM_00000070][bookmark: MCCQCTEMPBM_00000071][bookmark: MCCQCTEMPBM_00000072][bookmark: MCCQCTEMPBM_00000073]The attribute requestedMDAOutputs contains one or multiple MDAOutputPerMDAType elements, and each MDAOutputPerMDAType element supports filtering of MDA output for a certain MDA type.
[bookmark: _Toc105573029][bookmark: _Toc122351751]9.3.2.2	Attributes
Table 9.3.2.2-1
	Attribute name
	S
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	[bookmark: MCCQCTEMPBM_00000074]requestedMDAOutputs
	M
	T
	T
	F
	T

	reportingMethod
	M
	T
	T
	F
	T

	reportingTarget
	M
	T
	T
	F
	T

	analyticsScope
	M
	T
	T
	F
	T

	startTime
	CM
	T
	T
	F
	T

	stopTime
	CM
	T
	T
	F
	T



[bookmark: _Toc105573030][bookmark: _Toc122351752]9.3.2.3	Attribute constraints
Table 9.3.2.3-1
	Name
	Definition

	startTime
	Condition: at least one MDA output IE in requestedMDAOutputs attribute is requested based on the choice of granularityPeriod.

	stopTime
	Condition: at least one MDA output in requestedMDAOutputs attribute is requested based on the choice of granularityPeriod.



[bookmark: _Toc105573031][bookmark: _Toc122351753]9.3.2.4	Notifications
The common notifications defined in clause 9.6 are valid for this IOC, without exceptions or additions.
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