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	First change



[bookmark: _Toc138245697]5.1.5.2	CHF selection
H-CHF selection by the AMF, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	UDM provided charging characteristics.
-	NRF based discovery using UE identifier.
-	AMF locally provisioned in charging characteristics.
V-CHF selection by the AMF, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	NRF based discovery using the PLMN Id of the UE H-PLMN.
-	AMF locally provisioned in charging characteristics.
V-CHF selection by the H-CHF, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	NRF based discovery using the PLMN Id of the UE H-PLMN.
-	CHF locally provisioned in charging characteristics.
During the Registration process, for UE determined as in-bound roamer, the AMF in VPLMN can select:
-	the CHF Address(es) in HPLMN based on the following options:
-	UDM provided charging characteristics. 
-	NRF based discovery using UE identifier.
-	AMF locally provisioned in charging characteristics.
-	the CHF Address(es) in VPLMN based on the following options:
-	NRF based discovery using the PLMN Id of the UE H-PLMN.
-	AMF locally provisioned in charging characteristics.
The priority order between these options depends on Operator's policies. 
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