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	First change


[bookmark: _Hlk146552798][bookmark: _Toc138244131]Annex D (informative):
Network slice charging based on 5G data connectivity
[bookmark: _Toc138244132]D.1	General
This clause describes how to realise Network Slice usage charging, when the Network Slice is identified by an S-NSSAI (Single Network Slice Selection Assistance Information), and the Network Slice usage is considered under 5G data connectivity by individual UEs.
The existing Nchf capabilities exposed by CHF to SMF for individual UE 5G data connectivity charging can be used for this purpose when the Mobile Network Operator (MNO) serving the UE is also acting as the Network Slice (NS) Tenant(s). 
A given S-NSSAI can be Teneant specific or shared between multiple Tenants.
The MNO Converged Charging system encompasses both individual UEs and NS Tenants(s).
Roaming scenarios are out of scope of this Annex, therefore unless otherwise stated, references to clauses in this document refer to description applicable for non-roaming scenarios only.	
[bookmark: _Toc138244133]D.2	Architecture
The 5G data connectivity domain converged charging architectures in clause 4.2 of this document apply, with the CHF hosted by Converged Charging system (CCS) extended for Network Slice (NS) Tenant. 
[bookmark: _Hlk146552835]The single CCS or multiple CCSs may be used to support converged charging for tenant and UEs belonging to the tenant at same time, which is implementation specific, the interaction of CCS(s) are out of scope of this Annex is described in TS 32.240 [1] and TS 32.290 [x].
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