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Converged charging or offline only charging is performed by NF (CTF) consuming service operations exposed by CHF, achieved using Charging Data Request and Charging Data Response.
The information structure used for these services operations is composed of two parts: 
-	Common structures specified in the present document.
-	NF (CTF) consumer specific structures specified in the middle tier TSs.  
Table 7.1 describes the data structure which is common to operations in request semantics. 

Table 7.1: Common Data structure of Charging Data Request
	Information Element
	Converged Charging
Category
	Offline Only Charging Category
	Description

	Session Identifier
	OC
	OC
	This field identifies the charging session.

	Subscriber Identifier
	OM
	OM
	This field contains the identification of the individual subscriber that uses the requested service.

	NF Consumer Identification
	M
	M
	This is a grouped field which contains a set of information identifying the NF consumer of the charging service.

	NF Functionality
	M
	M
	This field contains the function of the node. 

	NF Name
	OC
	OC
	This fields holds the name (i.e. UUID) of the NF consumer. At least one of the NF Address or NF Name shall be present. 

	NF Address
	OC
	OC
	This field holds the address (i.e. IP address and/or FQDN) of NF consumer. At least one of the NF Address or NF Name shall be present. 

	NF PLMN ID
	OC
	OC
	This field holds the PLMN ID of the network the NF consumer belongs to.

	Charging Identifier
	OM
	-
	This field contains the charging identifier allowing correlation of charging information. Only applicable if not provided in the NF (CTF) consumer specific structure.

	Invocation Timestamp
	M
	M
	This field holds the timestamp of the charging service invocation by the NF consumer

	Invocation Sequence Number
	M
	M
	This field contains the sequence number of the charging service invocation by the NF consumer in a charging session.

	Retransmission Indicator
	OC
	OC
	This field indicates if included,  this is a retransmitted request message.

	One-time Event
	OC
	-
	This field indicates, if included, that this is  event based charging and whether this is a one-time event in that there will be no update or termination.

	One-time Event Type
	OC
	-
	This field indicated the type of the one time event, i.e. Immediate or Post event charging.

	Notify URI
	OC
	-
	This field contains URI to which notifications are sent by the CHF. The latest received value shall always be used at notifications.

	Supported Features
	OC
	-
	This field indicates the features supported by the NF consumer.

	Service Specification Information
	OC
	-
	This field identifies the technical specification for the service (e.g. TS 32.255) and release version (e.g. Release 16) that applies to the request. It is for information.

	Triggers
	OC
	OC
	This field identifies the event(s) triggering the request and is common to all Multiple Unit Usage occurrences.

	Multiple Unit Usage 
	OC
	OC
	This field contains the parameters for the quota management request and/or usage reporting. It may have multiple occurrences.

	Rating Group
	M
	M
	This field holds the identifier of a rating group.

	Requested Unit
	OC
	-
	This field indicates that quota management is required, and may contain the amount of requested service units for a particular category. If it is included then it indicates that quota management is required for the Rating Group or, in the case of service level reporting, at least one of the services in the Rating Group. If it is not included and at least one Used Unit Container included have Qquota Management Indicator set to onlineONLINE then it indicates that this is the last request for the Rating Group or, in the case of service level reporting, all online charging services in the Rating Group.

	Time
	OC
	-
	This field holds the amount of requested time.

	Total Volume
	OC
	-
	This field holds the amount of requested volume in both uplink and downlink directions.

	Uplink Volume
	OC
	-
	This field holds the amount of requested volume in uplink direction.

	Downlink Volume
	OC
	-
	This field holds the amount of requested volume in downlink direction.

	Service Specific Units
	OC
	-
	This field holds the amount of requested service specific units.

	Used Unit Container
	OC
	OC
	This field contains the amount of used non-monetary service units measured up to the triggers and trigger timestamp. It may have multiple occurrences.

	Service Identifier
	OC
	OC
	This field holds the Service Identifier.

	Quota management Indicator
	OC
	-
	This field holds an indicator on whether the reported used units are with quota management control, without quota management control or with quota management control temporary suspended. If the field is not present, it indicates the used unit is without quota management applied. 

	Triggers
	OC
	Oc
	This field holds reason for charging information reporting or closing for the used unit container.

	Trigger Timestamp
	OC
	OC
	This field holds the timestamp of the trigger.

	Time
	OC
	OC
	This field holds the amount of used time.

	Total Volume
	OC
	OC
	This field holds the amount of used volume in both uplink and downlink directions.

	Uplink Volume
	OC
	OC
	This field holds the amount of used volume in uplink direction.

	Downlink Volume
	OC
	OC
	This field holds the amount of used volume in downlink direction.

	Service Specific Unit
	OC
	OC
	This field holds the amount of used service specific units.

	Event Time Stamps
	OC
	OC
	This field holds the timestamps of the event reported in the Service Specific Units, if the reported units are event based. 

	Local Sequence Number 
	OM
	OM
	This field holds the container sequence number.

	5G Satellite Indication
	OC
	OC
	This field holds the use of 5G Satellite indication.

	5G Satellite service type
	OC
	OC
	This field holds the satellite service type(i.e. satellite access)
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	OC
	OC
	This field holds the Radio Access Technology (RAT) for NR satellite access, i.e. NR(LEO), NR(MEO), NR(GEO) and NR(OTHERSAT).
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