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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] 

3GPP TR 28.844: " Study on charging aspects of satellite in 5GS".
3
Rationale

This pCR proposes to do the clean-up on the TR 28.844. 
4
Detailed proposal

Propose to incorporate the following change into the TR 28.844 [1].
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 3
Definitions of terms, symbols and abbreviations

3.1
Terms

For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


3.2
Symbols



Void.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ASP
Application Service Provider

DNAI
Date Network Access Identifier
EAS
Edge Application Server

ECSP
Edge Computing Service Provider
SMNO
Satellite Mobile network Operator
SSC
Satellite Service Customer

SSP
Satellite Service Provider







4
Background
4.1
General
As defined in the TS 22.261 [4], some requirements (e.g. KPIs for a 5G system with satellite access) and support of charging aspects for satellite access and satellite backhaul have been specified. For example, satellites can provide mobile broadband access coverage, they are used by MNOs to provide access for UEs and backhaul service for gNBs in sparsely populated areas (e.g. ocean, forest) and in cases of emergency or temporary measure (e.g. a disaster area).

In Rel-17, SA2 has studied the 5GS to support satellite access and satellite backhaul in TR 23.737 and specified in the TS 23.501 [2], TS 23.502 [3] and TS 23.503 [5]. In Rel-18, the SID of FS_5GSATB (TR 23.700-27 [6]) and WID of 5GSATB have involved new dynamic satellite backhaul category and UPF deployed on the satellite architecture to enhance 5GS satellite backhaul. The SID of FS_SAT_ph2(TR 23.700-28 [7]) and WID of SAT_ph2 are supporting of the discontinuous network coverage to enhance the NR satellite access. They are specified in the TS 23.501 [2], TS 23.502 [3] and TS 23.503 [5].
	Next change


4.4
Business roles

Satellite networks in 5G environment involves the services or capabilities may be provided by multiple service providers in the form of following business roles:

- 
Satellite Mobile Network Operator (SMNO): an operator who can provide satellite communication services for satellite service customer, e.g. 5G MNO.
-
Satellite Service Provider (SSP): a Provider who can provide satellite services for SMNO, e.g. satellite companies.

- 
Satellite Service Customer (SSC): a Communication Service Customer (CSC) who is able to consume satellite communication network, e.g. UE, IoT devices, broadband vehicular or fixed terminals.

Considering the different business models, business roles for satellite networks include (but not limited to):

-
End user charging;

-
Inter-provider charging.

Depending on the scenarios an organisation can play one or several roles simultaneously, and apply business roles based on corresponding business relationships, e.g.: 

- 
Business roles for SMNO to charge SSC for using satellite communication services. 
-
Business roles for SSP to charge SMNO for using their satellites. 
- 
When SMNO and SSP role are provided by the same enterprise, to charge SSC role for using their networks and satellite communication services.
In deployments, there could be business scenarios where one or more components are supported by a single enterprise. The present document does not impose any restrictions on the possible deployment scenarios.

	Next change


5.1.2
Potential charging requirements
The following are potential high-level charging requirements for satellite in 5GS, derived from the requirements in TS 23.501 [2], and TS 23.502 [3].

REQ-CH_ SATAC_AC-01: The 5GS should support collecting charging information for satellite access services.
	Next change


5.1.4
Possible solutions
5.1.4.1
Solution #1.1: AMF Charging Trigger Function (CTF) based solution for satellite access charging

This solution which relying on CHF/5G Converged Charging System for satellite access charging, addresses the Key Issue#1.1 and Key Issue#1.2.
As specified in TS 23.501 [2], in order to support the NR satellite, the RAT "NR(LEO)", "NR(MEO)", "NR(GEO)" and "NR(OTHERSAT)" have been specified in 5GC to distinguish the different NR satellite access types. The AMF determines the RAT Type based on an indication provided in N2 interface as defined in TS 38.413 [13]. In addition, to ensure that the regulatory requirements are met, the UE location needs to be verified by AMF to enforce that the selected PLMN is allowed to operate in the current UE location.

If a UE is accessing to the network via satellite access, the AMF(CTF) sends the Charging Data Request to CHF for satellite access charging, which has the following charging information enhancements compared with the Figure 5.2.2.2.2.1 in TS 32.256 [12]: 
-
RAT type extends to include "NR(LEO)", "NR(MEO)", "NR(GEO)" and "NR(OTHERSAT)"

Editor's note: Whether the User location information needs to be extended aligns with the CT spec. 

The message flow is similar with the Figure 5.2.2.2.2-1 in TS 32.256 [12]. The Figure 5.1.4.1 -1 describes the high level charging procedure for AMF (CTF) Converged charging for satellite access charging.


[image: image1.emf]UE (R)AN AMF(CTF) CHF

1. Registration Request

3. Registration Request

2. AMF selection 

5. Registration Accept

5ch-a. Charging Data Request [Event]

5ch-b. Create CDR

5ch-c. Charging Data Response [Event]

4. Registration procedure initiated by UE define in TS 23.502

OAM

5 Opt. if satellite coverage availability information is needed, the AMF(CTF) obtains 

the satellite coverage availability information from the OAM


Figure 5.1.4.1-1: Registration procedure message flow for satellite access charging --- PEC charging
1. A UE is accessing to the network via satellite access and sends the registration request.
2. The RAN sends N2 message to AMF indicating the type of NR satellite access.
3.  For NR satellite access, the AMF may verify the UE location and determine whether the PLMN is allowed to operate at the UE location

4. Registration procedure as described in clause 4.2.2.2.2-1 of TS 23.502 [3].
5. After successful registration, the Registration Accept message is sent to the UE. Optional, if satellite coverage availability information is needed, the AMF(CTF) may obtain the satellite coverage availability information from the OAM.
5ch-a. The AMF sends Charging Data Request [Event] including the enhancement of RAT type to CHF for the UE's successful registration if the AMF determines the NR satellite access and the PLMN is allowed to operate at the UE location.

5ch-b. The CHF creates the CDR.

5ch-c. The CHF acknowledges by sending Charging Data Response [Event] to the AMF.

5.1.4.2
Solution #1.2: AMF for satellite access charging

This solution which relying on CHF/5G Converged Charging System for satellite access charging, addresses the Key Issue#1.1.
As specified in TS 23.501 [2] clauses 5.4.10 and 5.4.11, when UE is accessing to the network via satellite access, AMF determines the RAT type for NR satellite access, i.e. NR(LEO), NR(MEO), NR(GEO) and NR(OTHERSAT), and provides the indication of RAT type in the N2 interface. 

In addition, the serving PLMN can enforce mobility restrictions for NR satellite access. N2 connection may be released with cause value indicating that the UE is not in the PLMN serving area. The AMF may initiate deregistration of the UE when an N2 UE Context Release Request is received with cause value indicating that the UE is not in PLMN serving area, as specified in TS 38.413 [13].

The AMF reports charging information to CHF about 5G network connection via satellite access, during three chargeable events:

· Service request (Start of N2 connection)
· Service release (End of N2 connection)

· De-registration (End of N2 connection with the cause value "UE not in PLMN serving area")
The service request message flow for satellite access charging, for PEC scenario as example, is shown in Figure 5.1.4.2-1. The message flow is similar to Figure 5.2.2.3.2.1 in TS 32.256 [12], with two enhancements:

· For NR satellite access, the AMF may decide to verify the UE location and determine whether the PLMN is allowed to operate at the UE location, as described in clause 5.4.11.4 of TS 23.501 [2]. 

· The AMF determines the RAT Type for NR satellite access, i.e. NR(LEO), NR(MEO), NR(GEO) and NR(OTHERSAT)

The service release message flow for satellite access charging is the same as Figure 5.2.2.3.4.1 in TS 32.256 [12]. 

The de-registration message flow for satellite access charging is described in the same as Figure 5.2.2.2.8.2 in TS 32.256 [12]. with a key difference: 

· The AMF may deregister the UE when the UE context release request has the cause value specified as "UE not in PLMN serving area".
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Figure 5.1.4.2-1: Service request message flow for satellite access charging --- PEC charging

1.
Service request procedure initiated by UE, accessing to the network via satellite access.
2.
The (R)AN sends N2 message to AMF, indicating the type of NR satellite access. For NR satellite access, the AMF may decide to verify the UE location and determine whether the PLMN is allowed to operate at the UE location, as described in clause 5.4.11.4 of TS 23.501 [2].

3.
The AMF determines the RAT type for NR satellite access, i.e. NR(LEO), NR(MEO), NR(GEO) and NR(OTHERSAT). 

4.
Service request procedure continuation, described in step 3-11 in Figure 4.2.3.2-1 of TS 23.502 [3].

5.
The AMF sends N2 request to (R)AN, indicating the RAT type for NR satellite access 

6.
Connection resource setups

7.
The (R)AN sends N2 request Ack to AMF

8ch-a.
The AMF sends Charging Data Request [Event] to CHF for the N2 connection established for the UE, triggered by the "Start of N2 connection" trigger, defined in Table 5.2.1.2.1.1 TS 32.256 [12].
8ch-b.
The CHF creates the CDR for this N2 connection establishment.

8ch-c.
The CHF acknowledges by sending Charging Data Response [Event] to the AMF.

9.
Service request procedure continuation, described in step 15-22 in Figure 4.2.3.2-1 of TS 23.502 [3].
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Figure 5.1.4.2-2: Deregistration message flow for satellite access charging --- PEC charging

1.
Release initiated by the (R)AN. The (R)AN determines whether the UE is moving outside the PLMN serving area, based on the mobility restrictions for NR satellite access enforced by the serving PLMN. If the UE is outside the PLMN serving area, the N2 Context Release Request cause indicates the release is requested due to a UE using satellite access moved out of PLMN serving area with the case value specified as "UE not in PLMN serving area". As defined in TS 38.413 [13] Clause 9.3.1.2, the NAS cause "UE not in PLMN serving area" means that the release is due to the UE not being within the serving area of its current PLMN (for NTN). 

2.
If the UE is not in PLMN serving area, the AMF may deregister the UE as described in TS 23.502 [3] clause 4.2.2.3.3 before continuing with the AN Release procedure.

3ch-a.
The AMF sends Charging Data Request [Event] to CHF for the UE successful deregistration, triggered by the "Deregistration" trigger, defined in Table 5.2.1.2.1.1 TS 32.256 [12].
3ch-b.
The CHF creates the CDR for this deregistration.

3ch-c.
The CHF acknowledges by sending Charging Data Response [Event] to the AMF.
4.
Deregistration procedures, described in step 3-5 in Figure 4.2.2.3.3-1 TS 23.502 [3].
5.1.4.3
Solution #1.3: SMF Charging Trigger Function (CTF) based solution for satellite access charging

This solution which relying on CHF/5G Converged Charging System for satellite access charging, addresses the Key Issue#1.1 and Key Issue#1.2.
In order to support the charging of data connectivity via satellite access, SMF needs to determine the service data flow accessed by the satellite and collects satellite access charging information. Therefore, the SMF(CTF) sends the Charging Data Request to CHF for the PDU session charging, which has the following charging information enhancements compared with the Table 6.2.1.2.1 in TS 32.255 [10]: 
· RAT type extends to include "NR(LEO)", "NR(MEO)", "NR(GEO)" and "NR(OTHERSAT)"

Editor's note: Whether the User location information needs to be extended aligns with the CT spec. 

The message flow is similar to the message flows for PDU session establishment, modification and release in clause 5.2.2.2 in TS 32.255 [10]. 
	Next change


5.2
Topic 2: Converged charging for satellite backhaul
5.2.1
Use Case

5.2.1.0
General description and assumptions 
In the satellite backhaul scenario, multiple satellite backhaul categories referring to the type of the satellites have been introduced in clause 4.3.
5.2.1.1
Use Case #2.1: MNO charging subscriber based on monitored QoS
This use case focuses on SSC, MNO and Satellite Provider business roles. 
A SSC has a subscription with the MNO which allows usage of 5GS for satellite backhaul. The MNO can provide different QoS (e.g. delay) to the SSC because of the different satellite backhaul categories.
For this case, the charging party and charged party can be: 
-
Charged party: SSC access a gNB which is using satellite backhaul link to CN which is consuming a service available from MNO.
-
Charging party: MNO who provides the satellite communication service to the SSC, and the Satellite Service Provider who provides the satellite to MNO.
The SSC can be charged, either by the MNO or Satellite Provider, on QoS whilst the service is being consumed via satellite.
The potential charging requirements for this Use Case are: REQ-CH_ SATBH_DC-01 and REQ-CH_ SATBH_DC-02.
5.2.1.1
Use Case #2.2: MNO charged by satellite provider based on usage
This use case focuses on MNO and Satellite Provider business roles. 
The MNO has an agreement to use the satellite from satellite provider, the charging party and charged party can be:

-
Charged party: MNO who using the satellite from the Satellite Service Provider

-
Charging party: Satellite Service Provider who provides the satellite to MNO
The inter-provider charging by MNO could be based on the total data volume transferred via the satellite.
The potential charging requirements for this Use Case is: REQ-CH_ SATBH_DC-01 and REQ-CH_ SATBH_DC-02.
5.2.2
Potential charging requirements
The following are potential high-level charging requirements for satellite in 5GS, derived from the requirements in TS 23.501 [2], TS 23.502 [3] and TS 23.503 [5].

REQ-CH_ SATBH_DC-01: The 5GS should support collecting charging information related to satellite backhaul service.
REQ-CH_ SATBH_DC-02: The 5G system should support charging information reporting for satellite backhaul service based on the following criteria:

-
Monitored QoS in terms of packet delay (see TS 23.501 [2]).
	Next change


5.2.4.1.1
General description
This solution which relying on CHF/5G Converged Charging System for satellite backhaul charging, addresses the Key Issue#2.1 and Key Issue#2.2.
As specified in TS 23.502 [3], during the PDU Session establishment procedure, if the AMF is aware that a satellite backhaul is used towards 5G AN, the AMF may report this to SMF. If AMF is aware that satellite backhaul category changes (e.g. at handover), the AMF reports the current satellite backhaul category and indicates the satellite backhaul category change to SMF.

If dynamic satellite backhaul is used, i.e. capabilities (latency and/or bandwidth) of the satellite backhaul change over time due to e.g. use of varying inter-satellite links as part of backhaul, the AMF notifies the SMF of the corresponding dynamic satellite backhaul category to serve the PDU Session. Then, the SMF informs this to PCF. The PCF may trigger QoS monitoring as specified in TS 23.501 [2]. The QoS monitoring can be used to measure packet delay between UE and PSA UPF.

Since the SMF obtains the satellite backhaul categories or satellite backhaul category changes (e.g. at handover) from the AMF, the SMF can be used to provide the charging information to support the satellite backhaul charging.
The charging trigger conditions in SMF in TS 32.255 [10] have the following enhancements:
Table 5.2.4.1.1-1: Extend to Default Trigger conditions in SMF for Satellite Backhaul 
(3GPP TS 32.255 [10] – Table 5.2.1.4.1)

	Trigger Conditions
	Trigger level
	Converged Charging default category


	Offline only charging default category


	CHF allowed to change category
	CHF allowed to enable and disable
	Message when "immediate reporting" category

	Satellite backhaul category change
	PDU session
	Deferred
	Deferred
	Yes
	Yes
	

	Satellite Backhaul QoS
	PDU session
	Deferred
	Deferred
	Yes
	Yes
	


	Next change


5.2.4.1.3
Charging procedures for satellite backhaul
The Figure 5.2.4.1.3-1 describes the high level charging procedure for SMF (CTF) Converged charging for satellite backhaul charging.
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Figure 5.2.4.1.3-2: Message flow for satellite backhaul charging
1.
SMF received the PDU session establishment request including satellite backhaul category as specified in clause 4.3.2.2 TS 23.502 [3]. 
1ch-a. The SMF sends Charging Data Request [Initial, Requested Quota] including satellite backhaul category and satellite backhaul usage report to CHF for the satellite backhaul charging.

1ch-b. The CHF creates a CDR.

1ch-c. The CHF acknowledges by sending Charging Data Response [Initial, Granted Quota] to the SMF.

1ch-d: Granted Units Supervision: The SMF monitors the consumption of the granted units and the delivered QoS if the monitored QoS result for dynamic satellite backhaul is requested for charging.

2.
SMF sends the satellite backhaul usage report request to UPF during N4 Session Establishment/Modification procedure, if the SMF obtains the satellite backhaul category or satellite backhaul category changes from AMF.
3.
UPF starts QFI related to the satellite backhaul counts and detects an event that the satellite backhaul usage report has to be reported.
4.
UPF/PSA UPF reports the satellite backhaul usage report to SMF.
4ch-a. The SMF sends Charging Data Request[Update, Requested Quota] including the satellite backhaul usage report and the corresponding current satellite backhaul category to the CHF. The update of Charging Data Request can also be triggered by satellite backhaul category changes. If the dynamic satellite backhaul is obtained by the SMF, Charging Data Request needs to include the Satellite Backhaul QoS(e.g. throughput, latency, jitter, error rate).
4ch-b. The CHF update a CDR.

4ch-c. The CHF acknowledges by sending Charging Data Response [Update, Granted Quota] to the SMF.

5.
SMF sends the granted quotas to the UPF/PSA UPF in the usage reporting response.

6.
UPF/PSA UPF reports the usage reporting of the last satellite backhaul traffic to SMF.

6ch-a. The SMF sends Charging Data Request [Termination, Used Units] to CHF including the satellite backhaul traffic usage report and the corresponding current satellite backhaul category.

6ch-b. The CHF close a CDR.

6ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the SMF.
7.
SMF sends the usage reporting response to the UPF/PSA UPF.

5.2.4.1.4
CDR Information Structure with Satellite Backhaul information

The Table 2 provides the information structure, as described in 3GPP TS 32.290 [11] which includes the attributes that may be used for Satellite Backhaul.

Table 5.2.4.1.4-2: Extend to Common Data structure of Charging Data Request with Satellite Backhaul Identification(3GPP TS 32.290 [11] – Table 7.1)

	Information Element
	Converged Charging

Category
	Offline Only Charging Category
	Description

	Satellite Backhaul Information
	OC
	-
	This field contain parameters that can be used to determine that a Satellite Backhaul has been used for the data traffic

	Satellite Backhaul Category
	OC
	-
	Field contains the type of the satellite (i.e. GEO, MEO, LEO or OTHERSAT, DYNAMIC_GEO, DYNAMIC _MEO, DYNAMIC _LEO, DYNAMIC _OTHERSAT) used in the backhaul

	Satellite Backhaul QoS
	OC
	-
	This field may be added optionally as a further enhancement to contain the result of the calculation of the following attributes (throughput), latency, jitter, and error rate)

	Satellite backhaul usage report
	OC
	-
	This field holds the amount of the total volumes for the current satellite backhaul category.


	Next change


5.3
Topic 3: Charging for Edge Computing with satellite backhaul
5.3.1
Use Case
5.3.1.0
General description and assumptions 
As specified in TS 23.501 [2], the Edge Computing is deployed with UPF and Edge Computing services on-board the satellite. The following figure shows the high level architecture of the Satellite Edge Computing with satellite backhaul. The Edge Computing Service Provider (ECSP) provides the infrastructure resources used by the ASP and by SMNO to enable them to host their Edge applications close to the users. The Satellite Service Provider (SSP) can act as ECSP to provide the satellite infrastructure resources to the ASP and SMNO to enable them to host their Edge applications close to the SSC. The relationship between the ASP and SMNO is the same as the normal edge computing case.
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Figure 5.3.1-1: The relationship between Edge Computing and satellite backhaul

5.3.1.1
Use Case #3.1: Satellite Service Provider charging Application Service Provider based on usage
Satellite Service Provider provides the satellite infrastructure resources to ASP to enable the EAS to be running on the satellite.
Satellite Service Provider may charge ASP for the infrastructure resources usage to enable and support the EAS(s) on the satellite. 
This inter-provider charging may be based on the infrastructure resources actually used by the EAS(s).

5.3.1.2
Use Case #3.2: SMNO charging subscriber for accessing satellite edge application
A SSC has a subscription with the SMNO which allows usage of 5GS for accessing satellite edge applications.

5GS provides the UPF deployed on satellite to support satellite edge computing. The UPF deployed on satellite can act as UL CL/BP/local PSA UPF or act as PSA UPF. 
The MNO may charge these 5GS capabilities in the following ways:

-
Charge the individual subscribers for using the 5G capabilities to access satellite edge applications.
The End user charging by MNO could be based on monitored QoS for the satellite edge application.
	Next change


5.3.4.1
Solution #3.1: Possible solutions for SMNO charging subscriber for accessing satellite edge application

5.3.4.1.1
General description
This solution which relying on CHF/5G Converged Charging System for Edge Computing charging with satellite backhaul, addresses the Key Issue#3.1.
As specified in TS 23.501 [2], the SMF is locally configured with mapping relationship between Date Network Access Identifier (DNAI) and GEO Satellite ID and determines DNAI based on local configuration, DNN or S-NSSAI or both and the GEO Satellite ID received from AMF. If the UE is allowed to access the service(s) according to the EAS Deployment Information as described in clause 6.2.3.4 of TS 23.548 [9], the SMF selects the PSA UPF or UL CL/BP/local PSA based on DNAI corresponding to the GEO satellite ID and other factors. If the GEO satellite ID changes, the AMF may update the latest GEO Satellite ID to the SMF.
Since the SMF may obtain GEO satellite backhaul category and GEO satellite ID from the AMF and select the UPF on-board to enable the UE accesses the EAS on-board, the SMF(CTF) can be used to provide the charging information to support the Edge Computing charging with satellite backhaul.

If the SMF obtains the GEO satellite backhaul category and GEO Satellite ID from the AMF, the SMF(CTF) sends the Charging Data Request to CHF for Edge Computing charging with satellite backhaul, which adds the following satellite backhaul charging information:
Table 5.3.4.1.1-1: Extend to Common Structure of PDU Session Charging Information for Edge Computing charging with satellite backhaul (3GPP TS 32.255 [10] –Table 6.2.1.2.1)

	Information Element
	Category
	Description

	Satellite Backhaul Information
	OC
	This field contain parameters that can be used to determine that a Satellite Backhaul has been used for the data traffic

	Satellite Backhaul Category
	OC
	Field contains the type of the satellite (i.e. GEO) used in the backhaul

	GEO Satellite ID
	OC
	This field contains the ID of the GEO satellite

	Satellite Backhaul QoS
	OC
	This field may be added optionally as a further enhancement to contain the result of the calculation of the following attributes (throughput), latency, jitter, and error rate)


The charging trigger conditions in SMF in TS 32.255 [10] have the following enhancements:
Table 5.3.4.1.1-2: Extend to Default Trigger conditions in SMF for edge computing Satellite Backhaul (3GPP TS 32.255 [10] – Table 5.2.1.4.1)

	Trigger Conditions
	Trigger level
	Converged Charging default category


	Offline only charging default category


	CHF allowed to change category
	CHF allowed to enable and disable
	Message when "immediate reporting" category

	GEO satellite ID change
	PDU session
	Deferred
	Deferred
	Yes
	Yes
	


5.3.4.1.2
Charging procedures for subscriber based edge computing charging with satellite backhaul

The message flow is based on the charging principles for 5GS usage for Edge Computing specified in clause 5.1.2 of the 3GPP TS 32.257 [14] with the enhancement of the satellite backhaul information for the PDU session charging information. The Figure 5.3.4.1.2-1 describes the high level charging procedure for SMF (CTF) Converged charging for edge computing charging with satellite backhaul.
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Figure 5.3.4.1.2-1: Message flow for edge computing charging with satellite backhaul
1. UE starts using a satellite edge application.

2.  Charging Data Request [Initial]: the SMF sends the request including satellite backhaul charging information (e.g. GEO satellite backhaul category, GEO Satellite ID) to the CHF to reserve a number of units if it obtains the GEO satellite backhaul category and GEO Satellite ID from the AMF. 

3. Open CDR: based on policies, the CHF opens a CDR related to the service for edge application.

4. Charging Data Response [Initial]: the CHF sends response to SMF.

5. UE edge application usage ongoing.
6. Charging Data Request [Update, Usage Reporting]: the SMF sends the request including the satellite backhaul charging information (e.g. GEO satellite backhaul category, GEO Satellite ID) to the CHF. The update of Charging Data Request can also be triggered by GEO satellite ID changes. If the dynamic satellite backhaul is obtained by the SMF, Charging Data Request needs to include the Satellite Backhaul QoS(e.g. throughput, latency, jitter, error rate).

7. Update CDR: based on policies, the CHF updates the CDR with charging data related to the service.

8. Charging Data Response [Update]: The CHF sends response to SMF.

9. Service delivery ongoing: the NF (CTF) continues to deliver the service.

10. UE stops using the edge application: the SMF is requested to end the service delivery and does this.

11. Charging Data Request [Termination]: the SMF sends the request to the CHF including satellite backhaul information, for charging data related to the service termination. 

12. Close CDR: based on policies, the CHF closes the CDR with charging data related to the service termination.

13.  Charging Data Response [Termination]: The CHF informs the SMF on the result of the request.

5.3.4.2
Solution #3.2: Possible solutions for EAS on-board deployment charging 
5.3.4.2.1
General description
This solution which relying on CHF/5G Converged Charging System for EAS on-board deployment charging for Edge Computing charging with satellite backhaul, addresses the Key Issue#3.1.
The possible charging architectures are the same as clause 7.3.4 of TR 28.815 [15]. In these architectures, it is assumed that the MnS producer, CHF, CEF and Billing Domain are owned by the same SSP (ECSP). The charging for EAS on-board deployment could be supported with CEF to enable the charging for MnS producer. 
Since the edge computing via the satellite backhaul only using GEO satellite backhaul category in this release, the SSP itself has the knowledge of all the satellite information, therefore, the EAS deployment charging information needs to add the satellite backhaul information: 
Table 5.3.4.2.1-1: Extend to Structure of EAS Deployment Charging Information 
(3GPP TS 32.257 [14] –Table 6.2.2.1.2-1)
	Information Element
	Category
	Description

	Satellite backhaul information
	OC
	This field contain parameters that can be used to determine that a Satellite Backhaul has been used for the data traffic.

	Satellite backhaul category
	OC
	This field contains the type of the satellite (i.e. GEO) used in the backhaul.

	GEO Satellite ID
	OC
	This field contains the ID of the GEO satellite.


5.3.4.2.2
Charging procedures for EAS on-board deployment charging 

The message flow is similar with the Figure 5.2.3.2 in TS 32.257 [14] with the enhancement of the EAS Deployment Charging Information. Figure 5.3.4.2.2-1 describes the high level of EAS on-board deployment charging message flows in PEC, based on the converged charging architecture with MnS producer enabled by CEF.
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Figure 5.3.4.2.2-1: EAS deployment charging - PEC
1. CEF subscribes to the notifications about EAS LCM from the MnS.
2. The MnS consumer sends the EAS LCM request to the MnS producer.

3. EAS LCM process: The MnS producer processes and executes the EAS LCM according to the request (e.g. instantiation, upgrade, deletion).

4. EAS LCM response: The MnS producer sends the EAS LCM result to the MnS consumer.

5. EAS LCM notification: The MnS producer sends the EAS LCM notification to the CEF:

5ch-a)
Charging Data Request [Event]: The CEF generates charging data related to the EAS LCM notification and sends the charging data request including the satellite backhaul information(e.g.
GEO satellite backhaul category, GEO Satellite ID).

5ch-b)
Create CDR: The CHF stores received information and create a CDR related to the event.

5ch-c)
Charging Data Response [Event]: The CHF informs the CEF on the result of the request.

	Next change


5.4
Topic 4: Charging for SSC-to-SSC communications via satellite
5.4.1
Use Case

5.4.1.0
General description and assumptions 
As specified in TS 23.501 [2], the SSC-to-SSC communications can be locally routed by UPF(s) deployed on satellite (i.e. through local switch) to the target 
SSC without traversing back to the satellite gateway on the ground. The Local switching via UPF(s) deployed on satellite only applies on GEO satellite backhaul case and considers only DNNs and slices for 5G VN. The UPF deployed on satellite can act as UL CL/BP/local PSA UPF or act as PSA UPF. This case only supports for unicast traffic forwarding of a 5G VN in this release. The following figure shows the high level architecture of the SSC-to-SSC communications via satellite.
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Figure 5.4.1-1: Local Data Switching via a UPF on-board
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Figure 5.4.1-2: Local Data Switching via multiple UPFs on-board
5.4.1.1
Use Case #4.1: MNO charging subscribers for accessing 5G VN group on usage of satellite
The VN group communication type(e.g. N6 based/N19-based/Local switch) can be supported by the UPF (s) deployed on satellite. The consumptions of network traffic in operator are different in three types of traffic forwarding methods. For Local switch, the traffic is locally forwarded by a single UPF on the satellite. N19 tunnel may be established between two UPFs deployed on different satellites for traffic between SSCs. Also, N6 may be used for carrying traffic between UPFs deployed on different satellites.

The subscribers can be charged by MNO based on the VN group communication type (e.g. N6 based/N19-based/Local switch) and volume via the satellite.
	Next change


5.4.4
Possible solutions

5.4.4.1
Solution #4.1: SMF Charging Trigger Function (CTF) based solution for 5G VN over satellite backhaul

5.4.4.1.1
General description
This solution which relying on CHF/5G Converged Charging System for satellite backhaul charging, addresses the Key Issue#4.1.
As specified in TS 23.501 [2], local switching via UPF(s) deployed on satellite only applies on GEO satellite backhaul case and considers only DNNs and slices for 5G VN. As specified in TS 23.502 [3], if the AMF is aware that the UE is accessing over a gNB using GEO satellite backhaul, it sends the GEO satellite ID to the SMF. 
As specified in TS 23.501 [2], N19 tunnel may be established between two UPFs deployed on different satellites for traffic between UEs. Also, N6 may be used for carrying traffic between UPFs deployed on different satellites. Only a single SMF is supported for local switching and N19 forwarding, i.e. both UEs are served by the same SMF. The SMF needs to determine the UEs are served by GEO satellites deploying UPFs and connecting to each other.

The SMF is locally configured with mapping relationship between DNAI and GEO Satellite ID and selects the UPF deployed on satellite acting as UL CL/BP/(local) PSA UPF according to the DNAI. Therefore, the SMF (CTF) can be used to provide the charging information to support SSC-to-SSC communications via satellite backhaul. The Charging Data Request adds the following satellite backhaul charging information for the SSC-to-SSC communications PDU session:

Table 5.4.4.1-1: Extend to Common Structure of PDU Session Charging Information for 5G VN charging over satellite backhaul (3GPP TS 32.255 [10] –Table 6.2.1.2.1)

	Information Element
	Category
	Description

	Satellite Backhaul Information
	OC
	This field contain parameters that can be used to determine that a Satellite Backhaul has been used for the data traffic.

	Satellite Backhaul Category
	OC
	Field contains the type of the satellite (i.e. GEO) used in the backhaul.

	GEO Satellite ID
	OC
	This field contains the ID of the GEO satellite

	Satellite Backhaul QoS
	OC
	This field may be added optionally as a further enhancement to contain the result of the calculation of the following attributes (throughput), latency, jitter, and error rate).

	Satellite backhaul usage report
	OC
	This field holds the amount of the total volumes for the current satellite backhaul category.


The charging trigger conditions in SMF in TS 32.255 [10] have the following enhancements:
Table 5.4.4.1.1-2: Extend to Default Trigger conditions in SMF for 5G VN charging over satellite backhaul (3GPP TS 32.255 [10] – Table 5.2.1.4.1)

	Trigger Conditions
	Trigger level
	Converged Charging default category


	Offline only charging default category


	CHF allowed to change category
	CHF allowed to enable and disable
	Message when "immediate reporting" category

	GEO satellite ID change
	PDU session
	Deferred
	Deferred
	Yes
	Yes
	


5.4.4.1.2
Charging procedures for SSC-to-SSC communications via satellite backhaul
The message flow is similar as the message flows for PDU session establishment, modification and release in clause 5.2.2.2 in TS 32.255 [10]. The Figure 5.4.4.1.2-1 describes the high level charging procedure for SMF (CTF) Converged charging for SSC-to-SSC communications charging via satellite backhaul.
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Figure 5.4.4.1.2-1: Message flow for SSC-to-SSC communications charging via satellite backhaul
1.
SMF received the PDU session establishment request including GEO satellite backhaul category and GEO Satellite ID as specified in clause 4.3.2.2 TS 23.502 [3]. The SMF determines the UEs are in a 5G VN group. If the UEs are served by a UPF on-board, local switching is used. If SMF determines the UEs are served by GEO satellite(s) deploying UPFs and connecting to each other, the N6 based/N19-based VN group communication type may be used.

1ch-a. The SMF sends Charging Data Request [Initial, Requested Quota] including satellite backhaul charging information (e.g. GEO satellite backhaul category, GEO Satellite ID) to CHF.

1ch-b. The CHF creates a CDR.

1ch-c. The CHF acknowledges by sending Charging Data Response [Initial, Granted Quota] to the SMF.

2.
SMF sends the PDU session establishment response.

3.
The traffic is forwarded between UEs in the 5G VN group as the request.

4.
UPF/PSA UPF on-board reports the usage reporting to SMF.
4ch-a. The SMF sends Charging Data Request [Update, Used Quota and Requested Quota] including satellite backhaul charging information to CHF. The update of Charging Data Request can also be triggered by GEO satellite ID changes. If the dynamic satellite backhaul is obtained by the SMF, Charging Data Request needs to include the Satellite Backhaul QoS(e.g. throughput, latency, jitter, error rate).

4ch-b. The CHF update a CDR.

4ch-c. The CHF acknowledges by sending Charging Data Response [Update, Granted Quota] to the SMF.

5.
SMF sends the granted quotas to the UPF/PSA UPF in the usage reporting response.

6.
UPF/PSA UPF reports the usage reporting of to SMF.

6ch-a. The SMF sends Charging Data Request [Termination, Used Units] including satellite backhaul charging information to CHF.

6ch-b. The CHF closes a CDR.

6ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the SMF.
7.
SMF sends the usage reporting response to the UPF/PSA UPF.

	Next change


Conclusions and Recommendations

The present technical report described the background (see clause 4) including satellite access architecture, satellite backhaul architecture and functionality, and business roles for satellite charging. The present document also identified and documented the use cases and key issues, derived the corresponding potential requirements, and developed and evaluated the possible solutions (see clause 5) for satellite charging. The present document made conclusions on the following aspects: 
-
Satellite access charging in clause 5.1.6.
-
Satellite backhaul charging in clause 5.2.6.
-
Edge Computing with satellite backhaul charging, including subscriber charging and inter-provider charging in clause 5.3.6; and
-
SSC-to-SSC communications via satellite backhaul charging in clause 5.4.6.
To support converged charging for satellite in normative work, it may be specified the business relationships (e.g. SSC, SSP, SMNO), requirements and solutions for the aspects mentioned above.
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