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1
Decision/action requested

Include the proposed changes in TR 28.840.
2
References

[1]

3GPP TR 28.840: " Study on CHF Segmentation"

3
Rationale

Investigate on how the CHF can be selected either by an Application/Application Group or Tenant.

4
Detailed proposal

	First change


5.3
Topic #3 CHF Selection by a Tenant or Application 
5.3.x

General description and assumptions 

In TS 23.501 [5] clause 6.3.11 it states that discovered using NRF as described in in clause 6.1 of TS 32.290 [3]. It further states that the CHF selection functionality in NF consumer or in SCP should consider one of the following factors:

· CHF Group ID of the UE's SUPI.

· SUPI; the NF consumer selects a CHF instance based on the SUPI range the UE's SUPI belongs to or based on the results of a discovery procedure with NRF using the UE's SUPI as input for CHF discovery.

There is currently no support for performing a CHF Selection based either on a Tenant, or a Application or a Group application. It would bring aditionnal flexibility to Charging Domain.
5.3.x
Potential charging requirements
The following are potential high-level charging requirements, derived from the requirements in TS 32.255 [4].
REQ-CH_ SELCHF_TEN -01: The 5GS should be able to allow a CHF Selection per Tentant
5.3.x
Key issues#3.x: CHF Instance Selection 
This key issue is for investigating how to support the selection of a CHF Instance based on a Tenant considering REQ-CH_ SELCHF_TEN-01. This investigation covers the following:

-
CHF Instance Selection per Tenant.
5.3.x
Possible Solutions

5.3.x
Evaluation
5.3.x
Conclusion
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