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[bookmark: _Toc96612040][bookmark: _Toc96936121][bookmark: _Toc96936378][bookmark: _Toc155253758]5.2.2	EAS performance assurance
The goal of this use case is to provide a mechanism for EAS to publish KPIs or measurements, as per requirements shown in Table 5.2.2-1 (see clause 5.2.10.2 in TS 23.558 [2]). 
Table 5.2.2-1: Edge Application Server Service KPIs
	Information element
	Status
	Description

	Maximum Request rate
	O
	Maximum request rate from the Application Client supported by the server. 

	Maximum Response time
	O
	The maximum response time advertised for the Application Client's service requests.

	Availability
	O
	Advertised percentage of time the server is available for the Application Client's use.

	Available Compute
	O
	The maximum compute resource available for the Application Client.

	Available Graphical Compute
	O
	The maximum graphical compute resource available for the Application Client.

	Available Memory
	O
	The maximum memory resource available for the Application Client.

	Available Storage
	O
	The maximum storage resource available for the Application Client.

	Connection Bandwidth
	O
	The connection bandwidth in Kbit/s advertised for the Application Client's use.

	E2E Latency
	O
	The packet transmission end to end latency between the server and the Application Client.

	NOTE:	The maximum response time includes the round-trip time of the request and response packet, the processing time at the server and the time required by the server to consume 3GPP Core Network capabilities, if any.



A consumer, such as ASP, would consume performance assurance MnS to request the ECSP management system to collect EAS KPIs and measurements. The performance assurance MnS producer at ECSP management system will report the measurements to the consumer.
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