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1
Decision/action requested

Include the proposed changes in TS 32.279.
2
References

[1]

3GPP TS 32.279: "Charging management; 5G Multicast-broadcast Services charging "

3
Rationale

UE leaves Multicast Session Procedure.

4
Detailed proposal
	First change


5.2.2.2.x
Multicast Session leave requested by the UE

The following figure 5.2.2.2.x-1 describes the procedure when the UE determines to leave the multicast MBS session. It shall send PDU Session Modification request to inform the 5GC the leaving operation. This figure is on TS 23.247 [9] figure 7.2.2.2-1.


[image: image1.emf]UE AMF SMF

MB-SMF

1. PDU Session Modification Request 

2. Nsmf_PDUSession_UpdateSMContext Request

CHF

6ch-b. Update CDR

6ch-c. Charging Data Response [Update]

4. MBS Volume

3. Nmbsmf_MBSSession_ContextUpdate request

5. Nmbsmf_MBSSession_ContextUpdate response


Figure 5.2.2.2.x-1: Multicas Session Leaves Charging Procedure
1.
The UE sends the PDU Session Modification Request when the UE determine to leave the multicast MBS Session. The PDU Session Modification Request carries leave indication and the MBS Session ID which the UE want to leave.

2.
The AMF invokes Nsmf_PDUSession_UpdateSMContext (N1 SM container (PDU Session Modification Request)) to the SMF.

3. SMF subscribes at MB-SMF for information on the final data volume transmitted for the MBS session or QoS flows related to aUE
4. UE MBS session Volume data volume.
5. MB-SMF then forwards volume/data reports for the multicast session to the SMF.
6ch-a.
The SMF sends Charging Data Request [Update] to the CHF, with volumes reports of the Multicast Session for each UE when the corresponding trigger is armed. 

6ch-b. The CHF updates the CDR.

6ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the SMF.

	End of changes
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