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	Reason for change:
	In TS 28.554, currently there is no KPI quantifying the UE assistance information with release preference enablement and utilization per connection.

	
	

	Summary of change:
	Adding a new KPI showing the average number of UAI with release preference enablement and utilization per connection (The term connection used here refers to having the UE context maintained on the NW side, i.e if the UE context is deleted or reset then a new connection is starts).

	
	

	Consequences if not approved:
	Currently, there is no direct KPI to monitor the enablement of UAI with release preference feature by network or utilization of UAI with release preference feature by UE.
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>>>>BEGINNING OF CHANGES<<<<
6.4.X	Average number of UAI with release preference enablement per connection
a)	UAIRelPrefEnablement 
b)	For the UAI with release preference feature, this KPI shows the average number of successfully applied RRCReconfiguration configuring this feature per RRC connection (The term connection used here refers to having the UE context maintained on the NW side, i.e if the UE context is deleted or reset then a new connection is starts). It is obtained by the number of successfully applied RRCReconfiguration messages carrying support of this particular UAI feature in OtherConfig normalized by the total successful RRC establishments.
c)	To measure the average number of times UAI with release preference is enabled per successful RRC connection:

Measurement names: RRC.OtherConfig.UAI.releasePreferenceConfig,, , RRC.ReEstabSuccWithoutUeContext 
d)	NRCellCU
>>>>NEXT CHANGE<<<<
6.4.Y	Average number of UAI with release preference feature utilization per connection
a)	UAIRelPrefUtilization 
b)	This metric shows the average number of UEAssistanceInformation received by network carrying an update for UAI with release preference feature. It is obtained by the number of UEAssistanceInformation messages carrying an update for this feature normalized by the total number of successfully applied RRCReconfiguration messages configuring this UAI feature.
c)	To measure the UAI with release preference utilization: 

Measurement names: RRC.UAI.releasePreference, 
d)	NRCellCU
>>>>END OF CHANGES<<<<


