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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.845 "Study on Charging Aspects of Ranging and Sidelink Positioning". 

3
Rationale

This pCR proposes to update Evaluation and Conclusion for 5GS charging of Ranging Sidelink Positioning UE Discovery in TR 28.845 "Study on Charging Aspects of Ranging and Sidelink Positioning".
4
Detailed proposal

Propose to incorporate the following change into the TR 28.845 [1].

	1st  change


5.1.5
Evaluation

Solutions #1.1 addresses the key issue for how to support converged charging for Ranging/Sidelink Positioning UE Discovery in 5GS, including:

-
Ranging/SL Positioning UE discovery with 5G ProSe capable UE in Model A and Model B;

-
Ranging/SL Positioning UE discovery with V2X capable UE;

The enhancement of GMLC and new parameters (i.e. Ranging and Sidelink Positioning Information) for Ranging Sidelink Positioning UE Discovery are needed. The service message between AMF and UE is needed to include the information for GMLC address so that UE may obtain GMLC address through AMF. 

5.1.6
Conclusion

It is concluded that the solution #1.1 is a feasible solution, but new parameters need to be added for the Ranging Sidelink Positioning UE Discovery charging. This depends on work in other 3GPP working groups.
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